CASE HARDENED

GROUND SHAFTS

DIAMETER

MATERIAL

6MM TO 50MM

STAINLESS STEEL DIN 1.4005 HARDENED
OR STEEL DIN 1.0601 HARDENED

- L£4.0 ——|
i - — _ _ D
03-06 ‘\ Chamfer
STOCK NOS.
NOM. DIA. D L
ST/ST DIN 1.4005 | STEEL DIN 1.0601
5416-6M-900 Z 6 5.987/6.000 900
- LMS-8M-300 300
- LMS. 8V 900 8 7.991/8.000 900
5416-10M-900 Z 10 9.992/10.000 | 900
— LMS-12M-300 300
- LMSA2M-900 12 11.989/11.999 | g0
S416-13M-900 Z 13 12.989/13.000 | _ 900
— LMS-16M-300 300
- LMSA6M-900 16 15.989/15.999 | 900
Z LMS-20M-300 300
5416-20M-900 LMS-20M-900 20 19.987/20.000 | g
Z LMS-25M-300 300
$416-25M-900 LMS-25M-900 25 24.989/25.000 | ggg
Z LMS-30M-300 300
5416-30M-900 LMS-30M-900 30 29.987/30.000 | gog
Z LMS-40M-300 300
- L MS-40M-900 40 39.987/40.000 | g0
Z LMS-50M-300 300
- LMS-20M-500 50 49.985/50.000 | g0o

Straightness:

6MM - Best Efforts Basis
8MM To 50MM - Within 0.08 - 0.17 mm/Meter

« Shafting available in other lengths.

Specify by similar stock number and length required.

Example: LMS-25M-1000 (25mm Diameter, 1000mm long).
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STAINLESS GROUND SHAFTS

DIAMETER

MATERIAL

3MM TO 30MM

STAINLESS STEEL DIN 1.4305

"-= Li30 - |
0 ;5\ Rough Ground OIS
: Saw Cut Ends
STocK F'Bf\/ft ACTUAL | DIAMETER |
NO. ReF DIA. TOL.

S1-103 2.992 600
$1-131 s 3.000 600
§1-132 3.003 300
$1-133 3.003 600
S1-104 . 3.992 600
S1-134 3.999 600
S1-105 5 4.991 900
$1-135 5.000 600
S1-106 . 5.992 oo 900
$1-136 6.000 - 900
S1-137 6.992 900
$1-138 , 6.992 600
§1-139 7.000 900
$1-140 7.000 600
S1-108 o 7.993 900
S1-141 8.000 600
$1-109 9 8.992 900
S1-110 9.992 900
S1-142 10 10.000 400
$1-143 10.000 900
S1-144 11.991 400
S1-112 12 11.991 +g-gg5° 900
§1-145 12.000 -0 400
$1-146 12.000 900
S1-149 1 12.993 400
S1-113 12.993 900
S1-114 14 13.993 900
S1-116 o 15.974 900
$1-147 16.000 0,000 900
S1-120 20 19.992 008 900
S1-125 . 24.993 900
$1-148 25.000 900
S1-130 30 29.992 900

* Straightness: 10 mm diameter and above .0101 mm/mm. 6mm diameter and below on best efforts basis.
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GROUND SHAFTS

DIAMETER MATERIAL
CARBON STEEL DIN 1.0718
3MM TO 32MM SURFACE FINISH
| L£3.0 '—‘-‘J|
0;\ Rough Ground OIS
: Saw Cut Ends
stock | FRACT | AcTUAL | DIAMETER L
NO. iied DIA. TOL.
S20M1 3 2.993
S20M-2 4 3.993
S20M-3 6 5.993 o000 900
S20M-4 8 7.993 -0
S20M-5 10 9.993
S20M-6 12 11.993
S20M-7 16 15.993
S20M-8 19 18.993 +8'8$8 900
S20M-9 25 24.993 -0
S20M-10 32 31.093

WWW.WMBERG.COM Mi 17 1-800-232-BERG (USA ONLY)



STAINLESS GROUND SHAFTS

DIAMETER

MATERIAL

3MM AND 4MM

STAINLESS STEEL DIN 1.4305

0.3 X 45° STOCK STOCK
Chamfer A3 NO. NO. A

(Typ) @d =3 @d =4

S3M-20 S4M-20 20.0

S3M-25 S4M-25 25.0

S3M-30 S4M-30 30.0

S3M-35 S4M-35 35.0

S3M-40 S4M-40 40.0

S3M-45 S4M-45 45.0

Drilled Retainer S3M-50 S4M-50 50.0

{ Ring S3M-55 S4M-55 55.0

S3M-60 S4M-60 60.0

-1 S3M-65 S4M-65 65.0

A S3M-70 | S4M-70 70.0

S3M-75 S4M-75 75.0

Bearing S3M-80 S4M-80 80.0

Journal S3M-85 S4M-85 85.0

S3M-90 S4M-90 90.0

— | S3M-95 | S4M-95 95.0

= S3M-100 S4M-100 100.0

S3M-105 S4M-105 105.0

S3M-110 S4M-110 110.0

TYPICAL MODIFICATIONS S3M-115 S4M-115 115.0

S3M-120 | S4M-120 | 120.0

* Precision ground finish S3M-125 SaM-125 1250

! ground. S3M-130 S4M-130 130.0

+ Straightness within .0076 mm/mm S3M-135 S4M-135 135.0

+ Send sketch for quotation on modifications S3M-140 S4M-140 140.0

Available on request: S3M-145 S4M-145 145.0

+ Retainer ring grooves S3M-150 S4M-150 150.0

+ Special shaft lengths S3M-155 S4M-155 155.0

« Journals S3M-160 S4M-160 160.0

« Drilled holes S3M-165 S4M-165 165.0

+ Milled flats S3M-170 S4M-170 170.0

S3M-175 S4M-175 175.0

S3M-180 S4M-180 180.0

S3M-185 S4M-185 185.0

S3M-190 S4M-190 190.0

S3M-195 S4M-195 195.0

S3M-200 | S4M-200 | 200.0

S3M-210 | S4M-210 | 210.0

S3M-220 S4M-220 220.0

S3M-230 S4M-230 230.0

S3M-240 S4M-240 240.0

S3M-250 S4M-250 250.0

S3M-260 | S4M-260 | 260.0

S3M-270 | S4M-270 | 270.0

S3M-280 S4M-280 280.0

S3M-290 S4M-290 290.0

S3M-300 S4M-300 300.0

S3M-310 | S4M-310 | 310.0

S3M-320 | S4M-320 | 320.0

S3M-330 S4M-330 330.0

S3M-340 S4M-340 340.0

S3M-350 S4M-350 350.0

S3M-360 S4M-360 360.0

S3M-370 | S4M-370 | 370.0

S3M-380 | S4M-380 | 380.0

S3M-390 S4M-390 390.0

S3M-400 S4M-400 400.0

S3M-420 S4M-420 420.0

S3M-440 S4M-440 440.0

S3M-460 | S4M-460 | 460.0

S3M-480 | S4M-480 | 480.0

S3M-500 S4M-500 500.0

S3M-520 S4M-520 520.0

S3M-540 S4M-540 540.0

S3M-560 | S4M-560 | 560.0

S3M-580 | S4M-580 | 580.0

S3M-600 S4M-600 600.0
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STAINLESS GROUND SHAFTS

DIAMETER MATERIAL
5MM STAINLESS STEEL DIN 1.4305
0.5 X 48° | STOCK
Chamfer A0.3 NO. A

(Typ.)

S5M-20 20.0
S5M-25 25.0
S5M-30 30.0
S5M-35 35.0
S5M-40 40.0
S5M-45 45.0

S5M-50 50.0
Drilled Retainer S5M-55 55.0
t Ring S5M-60 60.0

S5M-65 65.0

aigl S5M-70 70.0

=] S5M-75 75.0

S5M-80 80.0

Bearing S5M-85 85.0

Journal S5M-90 90.0

S5M-95 95.0

S5M-100 100.0
S5M-105 105.0
S5M-110 110.0

S5M-115 115.0

TYPICAL MODIFICATIONS S5M-120 | 120.0

S5M-125 | 125.0
S5M-130 | 130.0

« Precision ground finish R

« Straightness within .0076 mm/mm ggm_lig ligg
+ Send sketch for quotation on modifications S5M-145 | 145.0
Available on request: S5M-150 150.0
« Retainer ring grooves S5M-155 155.0
+ Special shaft lengths S5M-160 160.0
« Journals S5M-165 165.0
« Drilled holes S5M-170 | 170.0
* Milled flats S5M-175 | 175.0

S5M-180 180.0
S5M-185 185.0
S5M-190 190.0
S5M-195 195.0
S5M-200 | 200.0
S5M-210 | 210.0
S5M-220 | 220.0
S5M-230 | 230.0
S5M-240 | 240.0
S5M-250 | 250.0
S5M-260 | 260.0
S5M-270 | 270.0
S5M-280 | 280.0
S5M-290 | 290.0
S5M-300 | 300:0
S5M-310 | 310.0
S5M-320 | 320.0
S5M-330 | 330.0
S5M-340 | 340.0
S5M-350 | 350.0
S5M-360 | 360.0
S5M-370 | 370.0
S5M-380 | 380.0
S5M-390 | 390.0
S5M-400 | 400.0
S5M-420 | 420.0
S5M-440 | 440.0
S5M-460 | 460.0
S5M-480 | 480.0
S5M-500 | 500.0
S5M-520 | 520.0
S5M-540 | 540.0
S5M-560 | 560.0
S5M-580 | 580.0
S5M-600 | 600.0
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STAINLESS GROUND SHAFTS

DIAMETER MATERIAL
6MM STAINLESS STEEL DIN 1.4305
0.5 ¥ 45° STOCK
Chamfer A0.3 NO. A

(Typ.}
® S6M-20 20.0

S6M-25 25.0
S6M-30 30.0
S6M-35 35.0
S6M-40 40.0
S6M-45 45.0

S6M-50 50.0

Drilled Retainer S6M-55 55.0
‘ Ring S6M-60 60.0

S6M-65 65.0

aigl S6M-70 70.0

=] S6M-75 75.0

S6M-80 80.0

Bearing S6M-85 85.0

Journal S6M-90 90.0

S6M-95 95.0

S6M-100 | 100.0
S6M-105 | 105.0
S6M-110 110.0

S6M-115 115.0

TYPICAL MODIFICATIONS S6M-120 | 120.0

S6M-125 | 125.0
S6M-130 | 130.0

« Precision ground finish _

« Straightness within .0076 mm/mm ggm_lig :]Iigg
« Send sketch for quotation on modifications S6M-145 145.0
Available on request: S6M-150 150.0
« Retainer ring grooves S6M-155 | 155.0
« Special shaft lengths S6M-160 160.0
« Journals S6M-165 165.0
+ Drilled holes S6M-170 | 170.0
« Milled flats S6M-175 | 175.0

S6M-180 | 180.0
S6M-185 | 185.0
S6M-190 | 190.0
S6M-195 | 195.0
S6M-200 | 200.0
S6M-210 | 210.0
S6M-220 | 220.0
S6M-230 | 230.0
S6M-240 | 240.0
S6M-250 | 250.0
S6M-260 | 260.0
S6M-270 | 270.0
S6M-280 | 280.0
S6M-290 | 290.0
S6M-300 | 300.0
S6M-310 | 310.0
S6M-320 | 320.0
S6M-330 | 330.0
S6M-340 | 340.0
S6M-350 | 350.0
S6M-360 | 360.0
S6M-370 | 370.0
S6M-380 | 380.0
S6M-390 | 390.0
S6M-400 | 400.0
S6M-420 | 420.0
S6M-440 | 440.0
S6M-460 | 460.0
S6M-480 | 480.0
S6M-500 | 500.0
S6M-525 | 525.0
S6M-550 | 550.0
S6M-575 | 575.0
S6M-600 | 600.0
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STAINLESS GROUND SHAFTS

DIAMETER

MATERIAL

7MM AND 8MM

STAINLESS STEEL DIN 1.4305

07X 45° STOCK STOCK
Chamfer A3 NO. NO. A
(Typ) @d=7 @d =8
S7M-35 S8M-35 35.0
S7M-40 S8M-40 40.0
S7M-45 S8M-45 45.0
S7M-50 S8M-50 50.0
S7M-55 S8M-55 55.0
S7M-60 S8M-60 60.0
Drilled Retainer S7M-65 S8M-65 65.0
{ Ring S7M-70 S8M-70 70.0
S7M-75 S8M-75 75.0
S7M-80 S8M-80 80.0
S7M-85 S8M-85 85.0
S7M-90 S8M-90 90.0
Bearing S7M-95 S8M-95 95.0
Journal S7M-100 S8M-100 100.0
S7M-105 | S8M-105 | 105.0
— _ S7M-110 S8M-110 110.0
= S7M-115 S8M-115 115.0
. S7M-120 S8M-120 120.0
S7M-125 S8M-125 125.0
TYPICAL MODIFICATIONS S7M-130 | S8M-130 | 130.0
S7M-135 | S8M-135 | 135.0
Precisi - S7M-140 S8M-140 140.0
* Precision ground finish S7TM-145 | S8M-145 | 1450
+ Straightness within .00101 mm/mm S7M-150 S8M-150 150.0
+ Send sketch for quotation on modifications S7M-155 S8M-155 155.0
Available on request: S7M-160 S8M-160 160.0
+ Retainer ring grooves S7M-165 S8M-165 165.0
+ Special shaft lengths S7M-170 S8M-170 170.0
« Journals S7M-175 S8M-175 175.0
« Drilled holes S7M-180 S8M-180 180.0
*+ Milled flats S7M-185 | S8M-185 | 185.0
S7M-190 | S8M-190 | 190.0
S7M-195 SBM-195 195.0
S7M-200 S8M-200 200.0
S7M-210 S8M-210 210.0
S7M-220 S8M-220 220.0
S7M-230 | S8M-230 | 230.0
S7M-240 | S8M-240 | 240.0
S7M-250 S8M-250 250.0
S7M-260 SBM-260 260.0
S7M-270 S8M-270 270.0
S7M-280 S8M-280 280.0
S7M-290 | SBM-290 | 290.0
S7M-300 | S8M-300 | 300.0
S7M-310 S8M-310 310.0
S7M-320 S8M-320 320.0
S7M-330 S8M-330 330.0
S7M-340 | S8M-340 | 340.0
S7M-350 | S8M-350 | 350.0
S7M-360 S8M-360 360.0
S7M-370 S8M-370 370.0
S7M-380 S8M-380 380.0
S7M-390 S8M-390 390.0
S7M-400 | S8M-400 | 400.0
S7M-425 S8M-425 425.0
S7M-450 S8M-450 450.0
S7M-475 S8M-475 475.0
S7M-500 S8M-500 500.0
S7M-550 S8M-550 550.0
S7M-600 | S8M-600 | 600.0
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STAINLESS GROUND SHAFTS

DIAMETER

MATERIAL

10MM

STAINLESS STEEL DIN 1.4305

07X 45°
Chamfer
(Typ.)

Ax0.3

Ring

TYPICAL MODIFICATIONS

« Precision ground fi

« Straightness within .00101 mm/mm
+ Send sketch for quotation on modifications

Available on request:

inish

« Retainer ring grooves
Special shaft lengths

« Journals
« Drilled holes
« Milled flats

1-800-232-BERG (USA ONLY)
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Retainer

Bearing
Journal

| STOCK
‘ NO. A
1 S10M-55 55.0
0,005 S10M-60 | 60.0
:bl 210 _g'011 S10M-65 65.0
—F S10M-70 70.0
S10M-75 | 75.0
S10M-80 | 80.0
S10M-85 | 85.0
S10M-90 | 90.0
S10M95 | 95.0
S10M-100 | 100.0
S10M-105 | 105.0
S10M-110 | 110.0
S10M-115 | 115.0
S10M-120 | 120.0
S10M-125 | 125.0
S10M-130 | 130.0
S10M-135 | 135.0
S10M-140 | 140.0
S10M-145 | 145.0
S10M-150 | 150.0
S10M-155 | 155.0
S10M-160 | 160.0
S10M-165 | 165.0
S10M-170 | 170.0
S10M-175 | 175.0
S10M-180 | 180.0
S10M-185 | 185.0
S10M-190 | 190.0
S10M-195 | 195.0
S10M-200 | 200.0
S10M-210 | 210.0
S10M-220 | 220.0
S10M-230 | 230.0
S10M-240 | 240.0
S10M-250 | 250.0
S10M-260 | 260.0
S10M-270 | 270.0
S10M-280 | 280.0
S10M-290 | 290.0
S10M-300 | 300.0
S10M-310 | 310.0
S10M-320 | 320.0
S10M-330 | 330.0
S10M-340 | 340.0
S10M-350 | 350.0
S10M-360 | 360.0
S10M-370 | 370.0
S10M-380 | 380.0
S10M-390 | 390.0
S10M-400 | 400.0
S10M-420 | 420.0
S10M-440 | 440.0
S10M-460 | 460.0
S10M-480 | 480.0
S10M-500 | 500.0
S10M-600 | 600.0
S10M-700 | 700.0
S10M-800 | 800.0
S10M-900 | 900.0
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STAINLESS GROUND SHAFTS

DIAMETER MATERIAL
12MM STAINLESS STEEL DIN 1.4305
0.7x 45° STOCK
Chamfer AL0.3 NO. A

(Typ.)

S12M-60 60.0
S12M-65 65.0
S12M-70 70.0
S12M-75 75.0
S12M-80 80.0
S12M-85 85.0
S12M-90 90.0
Retainer S12M-95 95.0

Ring S12M-100 | 100.0
S12M-105 | 105.0
S12M-110 | 110.0
S12M-115 | 115.0
S12M-120 | 120.0
Bearing S12M-125 | 125.0
Journal $12M-130 | 130.0
S12M-135 | 135.0
S12M-140 | 140.0
S12M-145 | 145.0
S12M-150 | 150.0

S$12M-155 | 155.0

TYPICAL MODIFICATIONS S12M-160 | 160.0

S$12M-165 | 165.0
$12M-170 | 170.0

« Precision ground finish R

« Straightness within .00101 mm/mm ggm_l;g 1;88
+ Send sketch for quotation on modifications S12M-185 | 185.0
Available on request: S12M-190 | 190.0
« Retainer ring grooves S12M-195 | 195.0
+ Special shaft lengths S12M-200 | 200.0
« Journals S$12M-220 | 220.0
« Drilled holes S$12M-230 | 230.0
* Milled flats S12M-240 | 240.0

S$12M-250 | 250.0
S$12M-260 | 260.0
S$12M-270 | 270.0
S$12M-280 | 280.0
S$12M-290 | 290.0
S$12M-300 | 300.0
S$12M-310 | 310.0
S$12M-320 | 320.0
S$12M-330 | 330.0
S12M-340 | 340.0
S$12M-350 | 350.0
S$12M-360 | 360.0
$12M-370 | 370.0
S12M-380 | 380.0
S$12M-390 | 390.0
S$12M-400 | 400.0
S12M-420 | 420.0
S12M-440 | 440.0
S12M-460 | 460.0
S12M-480 | 480.0
S$12M-500 | 500.0
S$12M-600 | 600.0
S$12M-700 | 700.0
S$12M-800 | 800.0
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