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MACHINE SCREWS

THREAD STYLE MATERIAL
ML.6 X 0.35 FLAT, CHEESE, SOCKET STAINLESS STEEL
: : AND BUTTON DIN 1.4300
STOCK NUMBERS
THREAD | LENGTH
STYLES Tol=6g A
FLAT CHEESE | SOCKET | BUTTON
Y6-M1-A4 | YB-MI-A4 | YO-MI-A4 | Y19-M1-Ad 4.0
Y6-M1-A5 | Y8-M1-A5 | YO-M1-A5 | Y19-M1-A5 5.0
Y6-M1-A6 | Y8-M1-A6 | YO-M1-A6 | Y19-M1-A6 |M1.6x 0.35 6.0
Y6-M1-A8 | Y8-M1-A8 | YO-M1-A8 | Y19-M1-A8 8.0
Y6-M1-A10 | Y8-M1-A10 | YO-M1-A10 | YI9-MI-A1O 10.0
THREAD STYLE MATERIAL
M2 X 0.4 FLAT, CHEESE, SOCKET STAINLESS STEEL
: AND BUTTON DIN 1.4300
STOCK NUMBERS
THREAD | LENGTH
STYLES Tol=6g A
FLAT CHEESE | SOCKET | BUTTON
Y6-M2-A3 | Y8-M2-A3 | YO-M2-A3 | Y19-M2-A3 3.0
Y6-M2-A4 | Y8-M2-A4 | YO-M2-A4 | Y19-M2-Ad 4.0
Y6-M2-A5 | Y8-M2-A5 | YO-M2-A5 | Y19-M2-A5 5.0
Y6-M2-A6 | Y8-M2-A6 | YO-M2-A6 | Y19-M2-A6 6.0
Y6-M2-A8 | Y8-M2-A8 | YO-M2-A8 | Y19-M2-A8 | M2 x 0.4 8.0
Y6-M2-A10 | Y8-M2-A10 | YO-M2-A10 | Y19-M2-A10 10.0
Y6-M2-A13 | Y8-M2-A13 | YO-M2-A13 | Y19-M2-A13 12.0
Y6-M2-A16 | Y8-M2-A16 | YO-M2-A16 | Y19-M2-A16 16.0
Y6-M2-A20 | Y8-M2-A20 | YO-M2-A20 | Y19-M2-A20 20.0
THREAD STYLE MATERIAL
M3 X 0.5 FLAT, CHEESE, SOCKET STAINLESS STEEL
: AND BUTTON DIN 1.4300
STOCK NUMBERS
THREAD | LENGTH
STYLES Tol=6g A
FLAT CHEESE | SOCKET | BUTTON
Y6-M3-A5 | Y8-M3-A5 | YO-M3-A5 | Y19-M3-A5 5.0
Y6-M3-A6 | Y8-M3-A6 | YO-M3-A6 | Y19-M3-A6 6.0
Y6-M3-A8 | Y8-M3-A8 | YO-M3-A8 | Y19-M3-A8 8.0
Y6-M3-A10 | Y8-M3-A10 | YO-M3-A10 | Y19-M3-A10 10.0
Y6-M3-A13 | Y8-M3-A13 | YO-M3-A13 | YIOM3AI3 | M3 x 0.5 12.0
Y6-M3-A16 | Y8-M3-A16 | YO-M3-A16 | YI9-M3-AL6 16.0
Y6-M3-A20 | Y8-M3-A20 | Y9-M3-A20 | Y19-M3-A20 20.0
Y6-M3-A25 | Y8-M3-A25 | YO-M3-A25 | Y19-M3-A25 25.0
Y6-M3-A30 | Y8-M3-A30 | Y9-M3-A30 | Y19-M3-A30 30.0
THREAD STYLE MATERIAL
M4 X 0.7 FLAT, CHEESE, SOCKET STAINLESS STEEL
: AND BUTTON DIN 1.4300
STOCK NUMBERS
THREAD | LENGTH
STYLES Tol=6g A
FLAT CHEESE | SOCKET | BUTTON
Y6-M4-A6 | Y8-M4-A6 | YO-M4-A6 | Y19-M4-A6 6.0
Y6-M4-A8 | Y8-M4-A8 | YO-M4-A8 | Y19-M4-A8 8.0
Y6-M4-A10 | Y8-M4-A10 | YO-M4-A10 | Y19-M4-ALO 10.0
Y6-M4-A13 | Y8-M4-A13 | YO-MA-AL3 | YIO-MAAL3 12.0
YE-MA-ALG | YBMA-ALG | YOMA-ALG | YISMAALS | /0 o 16.0
Y6-M4-A20 | Y8-M4-A20 | YO-M4-A20 | Y19-M4-A20 x 0. 20.0
Y6-M4-A25 | Y8-M4-A25 | YO-MA-A25 | Y19-M4-AZ5 25.0
Y6-M4-A30 | Y8-M4-A30 | YO-M4-A30 | Y19-M4-A30 30.0
Y6-M4-A35 | Y8-M4-A35 | YO-MA-A35 | Y19-M4-A35 35.0
Y6-M4-A40 | Y8-M4-A40 | YO-M4-A40 | Y19-M4-A40 40.0
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MACHINE SCREWS

THREAD STYLE MATERIAL
M5 X 0.8 FLAT, CHEESE, SOCKET STAINLESS STEEL
: AND BUTTON DIN 1.4300
STOCK NUMBERS
THREAD LENGTH
STYLES Tol=6g A
FLAT CHEESE | SOCKET | BUTTON
Y6-M5-A4 Y8-M5-A4 Y9-M5-A4 Y19-M5-A4 4.0
Y6-M5-A8 Y8-M5-A8 Y9-M5-A8 Y19-M5-A8 8.0
Y6-M5-A10 | Y8-M5-A10 | Y9-M5-A10 | Y19-M5-A10 10.0
Y6-M5-A13 | Y8-M5-A13 | Y9-M5-A13 | Y19-M5-A13 12.0
Y6-M5-A16 | Y8-M5-A16 | Y9-M5-A16 | Y19-M5-A16 16.0
Y6-M5-A20 | Y8-M5-A20 | Y9-M5-A20 | Y19-M5-A20 M5 x 0.8 20.0
Y6-M5-A25 | YB-M5-A25 | YO-M5-A25 | Y19-M5-A25 x 0. 25.0
Y6-M5-A30 | Y8-M5-A30 | Y9-M5-A30 | Y19-M5-A30 30.0
Y6-M5-A35 | YB8-M5-A35 | YO-M5-A35 | Y19-M5-A35 35.0
Y6-M5-A40 | YB-M5-A40 | YO-M5-A40 | Y19-M5-A40 40.0
Y6-M5-A45 | Y8-M5-A45 | Y9-M5-A45 | Y19-M5-A45 45.0
Y6-M5-A50 | Y8-M5-A50 | Y9-M5-A50 | Y19-M5-A50 50.0
THREAD STYLE MATERIAL
M6 X 1.0 FLAT, CHEESE, SOCKET STAINLESS STEEL
: AND BUTTON DIN 1.4300
STOCK NUMBERS
THREAD | LENGTH
STYLES Tol=6g A
FLAT CHEESE SOCKET BUTTON
Y6-M6-A8 | Y8-M6-A8 | Y9-M6-A8 | Y19-M6-A8 8.0
Y6-M6-A10 | YB-ME-A10 | YO-M6-A10 | Y19-ME-A10 10.0
Y6-M6-A12 | Y8-M6-A12 | Y9-M6-A12 | Y19-M6-A12 12.0
Y6-M6-A16 | Y8-M6-A16 | Y9-M6-Al6 | Y19-M6-A16 M6 x 1.0 16.0
Y6-M6-A20 | Y8-M6-A20 | YO-M6-A20 | Y19-M6-A20 20.0
Y6-M6-A25 | Y8-M6-A25 | YO9-M6-A25 | Y19-M6-A25 25.0
Y6-M6-A30 | Y8-M6-A30 | YO-M6-A30 | Y19-M6-A30 30.0
THREAD STYLE MATERIAL
M8 X 1.25 FLAT, CHEESE, SOCKET STAINLESS STEEL
: AND BUTTON DIN 1.4300
STOCK NUMBERS
THREAD LENGTH
STYLES Tol=6g A
FLAT CHEESE | SOCKET | BUTTON
Y6-M8-A10 | Y8-M8-A10 | Y9-M8-A10 | Y19-M8-A10 10.0
Y6-M8-A13 | Y8-M8-A13 | Y9-M8-A13 | Y19-M8-A13 12.0
Y6-M8-A16 | Y8-M8-A16 | Y9-M8-A16 | Y19-M8-A1l6 16.0
Y6-M8-A25 | Y8-M8-A25 | Y9-M8-A25 | Y19-M8-A25 M8 X 1.25 25.0
Y6-M8-A30 | Y8-M8-A30 | YO-M8-A30 | Y19-M8-A30 : 30.0
Y6-M8-A35 | Y8-M8-A35 | YO-M8-A35 | Y19-M8-A35 35.0
Y6-M8-A40 | YB-M8-A40 | YO-M8-A40 | Y19-ME8-A40 40.0
Y6-M8-A45 | YB-M8-A45 | YO-M8-A45 | Y19-M8-A45 45.0
THREAD STYLE MATERIAL
M10 X 1.5 FLAT, CHEESE, SOCKET STAINLESS STEEL
: AND BUTTON DIN 1.4300
STOCK NUMBERS
THREAD LENGTH
STYLES Tol=6g A
FLAT CHEESE SOCKET BUTTON
Y6-M10-A13 | Y8-M10-A13 | Y9-M10-Al13 | Y19-M10-A13 12.0
Y6-M10-A16 | Y8-M10-A16 | Y9-M10-Al16 | Y19-M10-A16 16.0
Y6-M10-A20 | Y8-M10-A20 | Y9-M10-A20 | Y19M10-A20 20.0
Y6-M10-A25 | Y8-M10-A25 | YO-M10-A25 | Y19-MIOA25 | M10 X 1.5 | 25.0
Y6-M10-A30 | Y8-M10-A30 | Y9-M10-A30 | Y19M10-A30 30.0
Y6-M10-A35 | Y8-M10-A35 | YO-M10-A35 | Y19MIO-A35 35.0
Y6-M10-A40 | Y8-M10-A40 | Y9-M10-A40 | Y19-M10-A40 40.0

WWW.WMBERG.COM

MF 3

1-800-232-BERG (USA ONLY)




LONG-LOK® AND NYLOC® MACHINE SCREWS

THREAD STYLE MATERIAL
M1.6 x 0.35 SELF LOCKING - VIBRATION PROOF STAINLESS STEEL DIN 1.4300
’ : FLAT, CHEESE, AND SOCKET WITH NYLON STRIP/PELLET
LONG-LOCK® NYLOC®
FLAT CHEESE SOCKET THREAD | LENGTH
STYLE STYLE STYLE* TOL=6g A
STOCK STOCK STOCK
NO. NO. NO.
Y6-M1-A4-L | Y8-M1-A4-L | YO-M1-A4-N 4.0
Y6-M1-A5-L | Y8-M1-A5-L | YO-M1-A5-N 5.0
Y6-M1-A6-L | Y8-M1-A6-L | Y9-M1-A6-N [ M1.6x0.35 6.0
Y6-M1-A8-L | Y8-M1-A8-L | Y9-M1-A8-N 8.0
Y6-M1-A10-L | Y8-M1-A10-L | YO-M1-A10-N 10.0
THREAD STYLE MATERIAL
M2 x 0.4 SELF LOCKING - VIBRATION PROOF STAINLESS STEEL DIN 1.4300
) FLAT, CHEESE, AND SOCKET WITH NYLON STRIP/PELLET
LONG-LOCK® NYLOC®
FLAT CHEESE SOCKET THREAD | LENGTH
STYLE STYLE STYLE* TOL=6g A
STOCK STOCK STOCK
NO. NO. NO.
Y6-M2-A3-L | Y8-M2-A3-L | Y9-M2-A3-N 3.0
Y6-M2-A4-L | Y8-M2-A4-L | Y9-M2-A4-N 4.0
Y6-M2-A5-L | Y8-M2-A5-L | Y9-M2-A5-N 5.0
Y6-M2-A6-L | Y8-M2-A6-L | Y9-M2-A6-N 6.0
Y6-M2-A8-L | Y8-M2-A8-L | YO-M2-A8-N | M2 x 0.4 8.0
Y6-M2-A10-L | Y8-M2-A10-L | YO-M2-A10-N 10.0
Y6-M2-A13-L | Y8-M2-A13-L | YO-M2-A13-N 12.0
Y6-M2-A16-L | Y8-M2-A16-L | YO-M2-A16-N 16.0
Y6-M2-A20-L | Y8-M2-A20-L | YO-M2-A20-N 20.0
THREAD STYLE MATERIAL
M3 x 0.5 SELF LOCKING - VIBRATION PROOF STAINLESS STEEL DIN 1.4300
) FLAT, CHEESE, AND SOCKET WITH NYLON STRIP/PELLET
LONG-LOCK® NYLOC®
FLAT CHEESE SOCKET THREAD | LENGTH
STYLE STYLE STYLE* TOL=6g A
STOCK STOCK STOCK
NO. NO. NO.
Y6-M3-A5-L | Y8-M3-A5-L | Y9-M3-A5-N 5.0
Y6-M3-A6-L | Y8-M3-A6-L | Y9-M3-A6-N 6.0
Y6-M3-A8-L | Y8-M3-A8-L | Y9-M3-A8-N 8.0
Y6-M3-A10-L | Y8-M3-A10-L | YO-M3-A10-N 10.0
Y6-M3-A13-L | Y8-M3-A13-L | YO-M3-A13N | M3 x 0.5 12.0
Y6-M3-A16-L | Y8-M3-A16-L | YO-M3-A16-N 16.0
Y6-M3-A20-L | Y8-M3-A20-L | Y9-M3-A20-N 20.0
Y6-M3-A25-L | Y8-M3-A25-L | YO-M3-A25-N 250
Y6-M3-A30-L | Y8-M3-A30-L | YO9-M3-A30-N 30.0

*Y9 Series Socket Cap screws are available only with Nyloc® insert.
Long-Lok®registeredLonglLokCorporation.Nyloc®registeredNylocCorporation.
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LONG-LOK® AND NYLOC® MACHINE SCREWS

THREAD STYLE MATERIAL
M4 x 0.7 SELF LOCKING - VIBRATION PROOF STAINLESS STEEL DIN 1.4300
) FLAT, CHEESE, AND SOCKET WITH NYLON STRIP/PELLET
LONG-LOCK® NYLOC®
FLAT CHEESE SOCKET THREAD | LENGTH
STYLE STYLE STYLE* | Tol=6g N
STOCK STOCK STOCK
NO. NO. NO.
Y6-M4-A6-L | Y8-M4-A6-L | YO-M4-A6-N 6.0
Y6-M4-A8-L | Y8-M4-A8-L | Y9-M4-A8-N 8.0
Y6-M4-A10-L | Y8-M4-A10-L | YO-M4-A10-N 10.0
Y6-M4-A13-L | YB8-M4-AL13-L | YO-M4-AL3-N 12.0
Y6-M4-A16-L | Y8-M4-A16-L | YO-M4-AL6-N M4 X 0.7 16.0
Y6-M4-A20-L | Y8-M4-A20-L | YO-M4-A20-N : 20.0
Y6-M4-A25-L | YB-M4-A25-L | YO-M4-A25-N 25.0
Y6-M4-A30-L | Y8-M4-A30-L | YO-M4-A30-N 30.0
Y6-M4-A35-L | Y8-M4-A35-L | YO-M4-A35-N 35.0
Y6-M4-A40-L | YB8-M4-A40-L | YO-M4-A40-N 40.0
THREAD STYLE MATERIAL
M5 X 0.8 SELF LOCKING - VIBRATION PROOF STAINLESS STEEL DIN 1.4300
: FLAT, CHEESE, AND SOCKET WITH NYLON STRIP/PELLET
LONG-LOCK® NYLOC®
FLAT CHEESE SOCKET THREAD | LENGTH
STYLE STYLE STYLE* | Tol=6g A
STOCK STOCK STOCK
NO. NO. NO.
Y6-M5-A8-L | Y8-M5-A8-L | Y9-M5-A8-N 8.0
Y6-M5-A10-L | Y8-M5-A10-L | YO-M5-A10-N 10.0
Y6-M5-A13-L | Y8-M5-A13-L | YO-M5-A13-N 12.0
Y6-M5-A16-L | Y8-M5-A16-L | YO-M5-A16-N 16.0
Y6-M5-A20-L | Y8-M5-A20-L | YO-M5-A20-N M5 X 0.8 20.0
Y6-M5-A25-L | Y8-M5-A25-L | YO-M5-A25-N . 25.0
Y6-M5-A30-L | Y8-M5-A30-L | YO-M5-A30-N 30.0
Y6-M5-A35-L | Y8-M5-A35-L | YO-M5-A35-N 35.0
Y6-M5-A40-L | Y8-M5-A40-L | YO-M5-A40-N 40.0
Y6-M5A50-L | Y8-M5A50-L | YO-M5A50-N 50.0
THREAD STYLE MATERIAL
M6 X 1.0 SELF LOCKING - VIBRATION PROOF STAINLESS STEEL DIN 1.4300
) FLAT, CHEESE, AND SOCKET WITH NYLON STRIP/PELLET
LONG-LOCK® NYLOC®
FLAT CHEESE SOCKET THREAD | LENGTH
STYLE STYLE STYLE* | ToL=6g A
STOCK STOCK STOCK
NO. NO. NO.
Y6-M6-A8-L | Y8-M6-A8-L | YO-M6-A8-N 8.0
Y6-M6-A10-L | Y8-M6-A10-L | YO-M6-A10-N 10.0
Y6-M6-A12-L | Y8-M6-A12-L | YO-M6-A12-N 12.0
Y6-M6-A16-L | YB8-M6-A16-L | YO-M6-A16-N | M6 X 1.0 16.0
Y6-M6-A20-L | Y8-M6-A20-L | YO-M6-A20-N 20.0
Y6-M6-A25-L | Y8-M6-A25-L | YO-M6-A25-N 25.0
Y6-M6-A30-L | YB-M6-A30-L | YO-M6-A30-N 30.0

*Y9 Series Socket Cap screws are available only with Nyloc® insert.
Long-Lok®registeredLonglLokCorporation.Nyloc®registeredNylocCorporation.
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LONG-LOK® AND NYLOC® MACHINE SCREWS

THREAD STYLE MATERIAL
M8 X 1.25 SELF LOCKING - VIBRATION PROOF STAINLESS STEEL DIN 1.4300
’ FLAT, CHEESE, AND SOCKET WITH NYLON STRIP/PELLET
LONG-LOCK® NYLOC®
FLAT CHEESE SOCKET THREAD | LENGTH
STYLE STYLE STYLE* TOL=6g A
STOCK STOCK STOCK
NO. NO. NO.
Y6-M8-A10-L | Y8-M8-A10-L | YO-M8-A10-N 10.0
Y6-M8-A13-L | Y8-M8-A13-L | YO-M8-AL3-N 12.0
Y6-M8-A16-L | Y8-M8-A16-L | YO-M8-A16-N 16.0
Y6-M8-A20-L | Y8-M8-A20-L | YO-M8-A20-N 20.0
Y6-M8-A25-L | Y8-M8-A25-L | YO-M8-A25N [ M8 x 1.25 25.0
Y6-M8-A30-L | Y8-M8-A30-L | YO-M8-A30-N 30.0
Y6-M8-A35-L | Y8-M8-A35-L | YO-M8-A35-N 35.0
Y6-M8-A40-L | Y8-M8-A40-L | YO-M8-A40-N 40.0
Y6-M8-A45-L | YB-M8-A45-L | YO-M8-A45-N 45.0
THREAD STYLE MATERIAL
M10 X 1.5 SELF LOCKING - VIBRATION PROOF STAINLESS STEEL DIN 1.4300
: FLAT, CHEESE, AND SOCKET WITH NYLON STRIP/PELLET

LONG-LOCK® NYLOC®
FLAT CHEESE SOCKET THREAD | LENGTH
STYLE STYLE STYLE* | Tol-6g A
STOCK STOCK STOCK
NO. NO. NO.
Y6-M10-A13-L | Y8-M10-A13-L | YO-M10-A13-N 12.0
Y6-M10-A16-L | Y8-M10-A16-L | YO-M10-A16-N 16.0
Y6-M10-A20-L | Y8-M10-A20-L | Y9-M10-A20-N 20.0
Y6-M10-A25-L | Y8-M10-A25-L | YO-M10-A25-N | M10 x 1.5 25.0
Y6-M10-A30-L | Y8-M10-A30-L | YO-M10-A30-N 30.0
Y6-M10-A35-L | Y8-M10-A35-L | YO-M10-A35-N 35.0
Y6-M10-A40-L | Y8-M10-A40-L | Y9-M10-A40-N 40.0

*Y9 Series Socket Cap screws are available only with Nyloc® insert.
Long-Lok®registeredLonglLokCorporation.Nyloc®registeredNylocCorporation.
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INTEGRAL SEAL SCREWS

THREAD STYLE MATERIAL

STAINLESS STEEL DIN 1.4300

M2 x 0.4 SLOTTED PAN HEAD SCREW WITH SILICONE O RING
STOCK THREAD CLEARANCEHOLE
LENGTH A B
NO. SIZE MIN. MAX.
Y18-M2-A4 4.00
Y18-M2-A8 | M2 x 0.4 8.00 1.37 | 4.24 2.31 2.41
Y18-M2-A12 12.00
THREAD STYLE MATERIAL
STAINLESS STEEL DIN 1.4300
M3 x 0.5 SLOTTED PAN HEAD SCREW WITH SILICONE O RING
STOCK THREAD CLEARANCEHOLE
LENGTH A B
NO. SIZE MIN. MAX.
Y18-M3-A6 6.00
Y18-M3-Al2 | M3 x 0.5 12.00 1.91 | 6.22 3.56 3.66
Y18-M3-A20 20.00
THREAD STYLE MATERIAL
STAINLESS STEEL DIN 1.4300
M4 x 0.7 SLOTTED PAN HEAD SCREW WITH SILICONE O RING
STOCK THREAD CLEARANCEHOLE
LENGTH A B
NO. SIZE MIN. MAX.
Y18-M4-A6 6.00
Y18M4-A12 | M4 x 0.7 12.00 2.44 | 8.18 4.39 4.55
Y18-M4-A20 20.00
THREAD STYLE MATERIAL
STAINLESS STEEL DIN 1.4300
M6 x 1.0 SLOTTED PAN HEAD SCREW WITH SILICONE O RING
STOCK THREAD CLEARANCEHOLE
LENGTH A B
NO. SIZE MIN. MAX.
Y18-M6-A12 12.00
Y18M6-A20 | M6 x 1.0 20.00 3.73 |12.50 6.73 6.83
Y18-M6-A25 25.00

* Reusable

« Clearance holes recommended for
maximum sealing

* Maximumtemperaturerange-106°Cto+260°C

« Pressure range - up to 4124 N/CM3

WWW.WMBERG.COM MF 7 1-800-232-BERG (USA ONLY)



SET SCREWS

THREAD

STYLE

MATERIAL

M1.6 x 0.35 to M10 X 1.5

SLOTTED HEAD AND

STAINLESS STEEL

HEX SOCKET
SLOTTED HEAD | HEXSOCKETHEAD SLOTTED HEAD
STAINLESS STEEL | STAINLESS STEEL | 1,0eap L
STOCK STOCK o
NO. NO. Screw
SC1M-1 sc2m-1 3.0 Driver
SC1M-2 sca2m-2 M1.6x0.35| 4.0 Slot 3
SC1M-3 SC2M-3 5.0
SC1M-4 sca2m-4 3.0 —
SC1M-5 Sc2M-5 4.0 ——
SC1M-6 SC2M-6 M2x0.4 | 59 — 1 v
SC1M-7 SC2M-7 6.0 ——
SCiM-8 sc2m-8 3.0 x@@
SC1M-9 Sc2m-9 M3 X 0.5 4.0 Cup Point —L
SC1M-10 SC2M-10 x 0. 5.0
SC1M-11 SC2M-11 6.0
SC1M-12 SC2M-12 4.0 HEX SOCKET HEAD
SC1M-13 SC2M-13 6.0
SC1M-14 SC2M-14 M4 x0.7 | 100
SC1M-15 SC2M-15 14.0 Hex -
Socket

SC1M-16 SC2M-16 6.0
SC1M-17 SC2M-17 10.0
SC1M-18 Scam-18 M5x 038 | 140 . —
SC1M-19 SC2M-19 20.0

L1
SC1M-20 SC2M-20 6.0 —e5—
SC1M-21 sCc2m-21 10.0
SC1M-22 scam22 M6 x1.0 | 150 L
SC1M-23 SC2M-23 25.0
SC1M-28 SC2m-28 10.0 |
SC1M-29 SC2M-29 M8 x 1.25 | 16.0 Cup Point '
SC1M-30 SC2M-30 25.0
SC1M-24 SC2M-24 12.0 )
SC1M-25 SC2M-25 M10 x 1.5 | 20.0 Thesepartsaresoldinpackagesof10.
SC1M-26 SC2M-26 30.0

1-800-232-BERG (USA ONLY) MF 8 WWW.WMBERG.COM




SET SCREWS

THREAD

STYLE

MATERIAL

M3 X 0.5 TO M10 X 1.5

BRASS SOFT TIP

HEX SOCKET

STAINLESS STEEL DIN 1.4300 AND

HEAT TREATED ALLOY STEEL

WWW.WMBERG.COM

Hex Socket

T\

purm——

S ——
=]

p——
p——

Flat Soft Tip Brass ﬁ

A

_T'

|

SL%CK THREAD L C A MATERIAL
SC10M-3 3.0
SC10M-4 | M3x 05| 6.0 | 1.6 .8
SC10M-5 9.0 STAINLESS
SC10M-6 4.0 D|§T1E5|§00
SC10M-7 | M4 x 0.7 6.0 | 2.4 1.2 ’
SC10M-8 10.0
SC10M-9 6.0 ALLOY STEEL
SC10M-10 | M5 x 0.8 | 10.0 | 2.4 1.2 |BLACKOXIDE
SC10M-11 16.0 FINISH
SC10M-12 6.0
SC10M-14 | M6 x 1.0 | 10.0 | 3.2 1.6 g#lécE)\[
SC10M-15 25.0
SC10M-16 6.0
SC10M-17 10.0
sciom-1g M8 x 1.25| 1570 | 3.2 1.6 BLACK
SC10M-19 25.0 OXIDE
SC10M-20 10.0 FINISH
SC10M-21 |[M10 x 1.5| 16.0 | 4.8 2.4
SC10M-22 25.0

= Non marring
» Self locking

* Also used as position adjustment screw

* Screws may be used over and over
« Conforms to shaft surface for positive grip

Length is exclusive of brass tip.

1-800-232-BERG (USA ONLY)




SET SCREWS

THREAD

STYLE

MATERIAL

M2 X 0.4 TOM10 X 1.5

SILVER SOLDER TIP SLOTTED
HEAD AND HEX SOCKET

STAINLESS STEEL DIN 1.4300

SLOTTED HEAD

HEX SOCKET HEAD

Hex Socket

I Screw Driver Slot

=

D

L@\/ Silver Solder Tip

Y

—

=

—

SLOTTEDHEAD | HEXSOCKETHEAD
STOCK STOCK THREAD L
NO. NO.

SC5M-4 SCoM-4 3.0
SC5M-5 SC6M-5 40
SC5M-6 SC6M-6 M2 x 0.4 5.0
SC5M-7 SC6M-7 6.0
SC5M-8 SC6M-8 3.0
SC5M-9 SC6M-9 4.0
SC5M-10 SC6M-10 M3 x 0.5 5.0
SC5M-11 SCOM-11 6.0
SC5M-12 SCoM12 2.0

) SC6M-13 6.0

; SCeM-14 M4 x0.7 1 100

- SCOM-15 14.0
SC5M-16 SCoM-16 6.0
SC5M-17 SCEM-17 v x 0a | 100
SC5M-18 SCeM-18 x 0. 14.0
SC5M-19 SC6M-19 20.0
SC5M-20 SC6M20 6.0
SC5M-21 scem21 w6 x 10| 100
SC5M-22 SCeM22 x 1. 16.0
SC5M-23 SC6M-23 25.0
SC5M-28 SCem28 10.0
SC5M-29 SC6M-29 M8 x 1.25| 16.0
SC5M-30 SC6M-30 25.0
SC5M-24 SCoM24 12.0
SC5M-25 SCeM-25 M10 x 1.5 20.0
SC5M-26 SC6M-26 30.0

Also used as position adjustment screw
Conforms to shaft surface for positive grip

= Non marring
« Self locking

Special sizes are available on request.

Length is exclusive of silver tip.

1-800-232-BERG (USA ONLY)
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SET SCREWS

THREAD

STYLE

MATERIAL

M2 X 0.4 TO M10 X 1.5

SOFT TIP
SOCKET HEAD

STAINLESS STEEL DIN 1.4300

WITH NYLON TIP

WWW.WMBERG.COM

Nylon

h

T

Hex Socketé §

| el

STOCK

No ¢ | THREAD | L c A
SC8M-1 38
Sc8M-2 48
scem-3 |M2X04] gg | 8 8
scaM-4 6.8
SC8M5 38
SC8M-6 48
scemy |M3xos| go| 16 | .8
SC8M-8 6.8
SC8M-9 5.2
SC8M-10 7.2
scam1l | MAX0.7 | 415 | 24 | 1.2
Scam-12 15.2
Scam13 72
scam-14 112
scam1s | M5 Xx0.8 | 155 | 24 | 1.2
SC8M-16 21.2
Scam17 76
scam-18 116
scam1g | MEX1.0| 3576 | 32 | 1.6
SC8M-20 26.6
Scam24 8.4
scam25 12.4
acaman |Mex1.25| 1250 | 48 | 2.4
scam27 27.4
scam21 14.4
scam22 |M10x 15| 224 | 65 | 3.5
scam23 32.4
Self locking

Extra holding power from full face control
Will not mar or damage shaft
Nylon “soft tip” conforms to shape of shaft

MF 11
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SET SCREWS

THREAD

STYLE

MATERIAL

M3 X 0.5 TO M6 X 1.0

SLOTTED HEAD

SOFT TIP

STAINLESS STEEL DIN 1.4300
WITH NYLON TIP

Screw Driver:

Slot _LD _

Soft Nylon Tip —
— L05
T -
A el
STOCK
No | THREAD | L | C | A
SC7M-1 | M3x05 | 48|16 .8
SC7M2 | M4x0.7 | 7.2| 2.4 1.2
SC7M3 | M5x 0.8 [11.2| 2.4 1.2
sc7m-4 76
sc7m6 | MEX 1.0 50632 |16
1-800-232-BERG (USA ONLY) MF 12

Self locking
Non marring
Alsousedaspositionadjustmentscrew
Screw may be used over and over
Conformstoshaftsurfaceforpositivegrip

WWW.WMBERG.COM




SHOULDER SCREWS

THREAD STYLE MATERIAL
STAINLESS STEEL DIN 1.4005 AND
M3 X 0.5 SLOTTED HEAD STAINLESS STEEL DIN 1.4305
DIN 1.4005 | DIN 1.4305
STOCKNO. | STOCKNO. THREAD ad L 2D H E
PLM-1 PLM-1-3 4.01
PLM-2 PLM-2-3 3.087 5.01
PLM-3 PLM-3-3 M3 x 0.5 ) 4 6.01 6 3 4
PLM-4 PLM-4-3 4 8.01
PLM-5 PLM-5-3 10.01
THREAD STYLE MATERIAL
STAINLESS STEEL DIN 1.4005 AND
M4 X 0.7 SLOTTED HEAD STAINLESS STEEL DIN 1.4305
DIN 1.4005 | DIN 1.4305
STOCKNO. | STOCKNO. THREAD ad L 2D H E
PLM-6 PLM-6-3 4.01
PLM-7 PLM-7-3 5.01
PLM-8 PLM-8-3 6.01
PLM-9 PLM-9-3 8.01
PLM-10 PLM-10-3 4.987 10.01
PLM-11 PLM-11-3 M4 x 0.7 '5 12.01 8 4 5
PLM-12 | PLM-123 ® |14.01
PLM-13 PLM-13-3 16.01
PLM-14 PLM-14-3 20.01
PLM-15 PLM-15-3 25.01
PLM-16 PLM-16-3 30.01
THREAD STYLE MATERIAL
STAINLESS STEEL DIN 1.4005 AND
M5 X 0.8 SLOTTED HEAD STAINLESS STEEL DIN 1.4305
DIN 1.4005 | DIN 1.4305
STOCKNO. | sTockno. | THREAD | @d L | @b | H E
PLM-17 PLM-17-3 4.01
PLM-18 PLM-18-3 5.01
PLM-19 PLM-19-3 6.01
PLM-20 PLM-20-3 8.01
PLM-21 PLM-21-3 5.087 10.01
PLM-22 PLM-22-3 M5 x 0.8 .6 12.01 10 5 6
PLM23 | PLM-233 ® |14.01
PLM-24 PLM-24-3 16.01
PLM-25 PLM-25-3 20.01
PLM-26 PLM-26-3 25.01
PLM-27 PLM-27-3 30.01
—»| | +0.05

-0.00

[ F 1y

i
1

Thrend / T_ 25 "0-000

WWW.WMBERG.COM
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SHOULDER SCREWS

THREAD STYLE MATERIAL
STAINLESS STEEL DIN 1.4005 AND
M6 X 1.0 SLOTTED HEAD STAINLESS STEEL DIN 1.4305
DIN1.4005 | DIN 1.4305
STOCKNO. | STOCKNO. | THREAD | @d L | 20| H E
PLM-28 | PLM=283 6.01
PLM-29 | PLM-29-3 8.01
PLM-30 | PLM-30-3 7.987 | 10.01
PLM-31 | PLM-31-3 | MEX 10| gy 11201 | 12 6 11
PLM-32 | PLM-32-3 16.01
PLM-33 | PLM-33-3 20.01
THREAD STYLE MATERIAL
STAINLESS STEEL DIN 1.4005 AND
M6 X 1.0 SLOTTED HEAD STAINLESS STEEL DIN 1.4305
DIN1.4005 | DIN 1.4305
STOCKNO. | sTockNo. | THREAD | @d | L | @D | H E
PLM-34 | PLM-34-3 8.01
PLM-35 | PLM-35-3 9.987 | 10.01
PLM-36 | PLM-36-3 | M6 X 1.0 | "1y |12.01| 12 6 11
PLM-37 | PLM-37-3 16.01
THREAD STYLE MATERIAL
STAINLESS STEEL DIN 1.4005 AND
M8 X 1.25 SLOTTED HEAD STAINLESS STEEL DIN 1.4305
DIN1.4005 | DIN 1.4305
STOCKNO. | STOCKNO, | THREAD | @d | L | @b | H E
PLM-38 | PLM383 8.01
PLM-39 | PLM-39-3 90.987 | 10.01
PLM-40 | PLM-40-3 |[M8X 125|710y |1201| 14 7 12
PLM-41 | PLM-41-3 16.01
THREAD STYLE MATERIAL
STAINLESS STEEL DIN 1.4005 AND
M10 X 1.5 SLOTTED HEAD STAINLESS STEEL DIN 1.4305
DIN1.4005 | DIN 1.4305
STOCKNO. | STOCKNO. | THREAD | @d L | 20| H E
PLM-42 | PLM-42-3 12.01
PLM-43 | PLM-43-3 11.087| 16.01
PLM-44 | PLM-44-3 [MIOX 15171515001 | 20 8 16
PLM-45 | PLM-45-3 25.01

Drawing on previous page.
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SHOULDER SCREWS

THREAD STYLE MATERIAL

STAINLESS STEEL DIN 1.4005 AND

M3 X 0.5 HEX SOCKET HEAD STAINLESS STEEL DIN 1.4305
DIN 1.4005 | DIN 1.4305
STOCKNO. | STOCKNO. THREAD ad L D H E S
PZM-1 PZM-1-3 4.01
PZM-2 PZM-2-3 3.087 5.01
PZM-3 PZM-3-3 M3 x 0.5 ) 4 6.01 6 3 4 2
PZM-4 PZM-4-3 () 8.01
PZM-5 PZM-5-3 10.01
THREAD STYLE MATERIAL
STAINLESS STEEL DIN 1.4005 AND
M4 X 0.7 HEX SOCKET HEAD STAINLESS STEEL DIN 1.4305
DIN 1.4005 | DIN 1.4305
STOCKNO. | sTockno. | THREAD | @d L | @b | H E S
PZM-6 PZM-6-3 4.01
PZM-7 PZM-7-3 5.01
PZM-8 PZM-8-3 6.01
PZM-9 PZM-9-3 8.01
PZM-10 PZM-10-3 4.987 10.01
PZM-11 PZM-11-3 M4 x 0.7 ) 5 12.01 8 4 5 2.5
PZM-12 PZM-12-3 (5) 14.01
PZM-13 PZM-13-3 16.01
PZM-14 PZM-14-3 20.01
PZM-15 PZM-15-3 25.01
PZM-16 PZM-16-3 30.01
THREAD STYLE MATERIAL
STAINLESS STEEL DIN 1.4005 AND
M5 X 0.8 HEX SOCKET HEAD STAINLESS STEEL DIN 1.4305
DIN 1.4005 | DIN 1.4305
STOCKNO. | STOCKNO. THREAD @d L D H E S
PZM-17 PZM-17-3 4.01
PZM-18 PZM-18-3 5.01
PZM-19 PZM-19-3 6.01
PZM-20 PZM-20-3 8.01
PZM-21 PZM-21-3 5987 10.01
PZM-22 PZM-22-3 M5 x 0.8 ) 6 12.01 10 5 6 3
PzZM-23 | PzM233 ® |14.01
PZM-24 PZM-24-3 16.01
PZM-25 PZM-25-3 20.01
PZM-26 PZM-26-3 25.01
PZM-27 PZM-27-3 30.01

+0.05
L. 0.00

e e
] 3
N

/ L 4 *0.000

Thread -0.025

@D
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SHOULDER SCREWS

THREAD STYLE MATERIAL
STAINLESS STEEL DIN 1.4005 AND
M6 X 1.0 HEX SOCKET HEAD STAINLESS STEEL DIN 1.4305
DIN 1.4005 | DIN 1.4305
ke | oGS | THREAD | od L | oo | H E s
PZM28 | PZM-28-3 6.01
PZM-29 | PZM-29-3 2 ogy | 801
PZM-30 | PZM-31-3 | M6 x 1.0 | /- 1201| 12 6 11 a
PZM-32 | PzZM-32-3 ® |16.01
PZM-33 | PZM-33-3 20.01
THREAD STYLE MATERIAL
STAINLESS STEEL DIN 1.4005 AND
M6 X 1.0 HEX SOCKET HEAD STAINLESS STEEL DIN 1.4305
DIN 1.4005 | DIN 1.4305
STOCKNO. | STOCKNO. | THREAD | @d L | @b E S
PZM-34 | PZM-34-3 8.01
PZM-35 | PZM-35-3 9.987 | 10.01
PzM-36 | PzM-36-3 | MEX 1.0 | "1y [12.01| 12 11 4
PZM-37 | PZM-37-3 16.01
THREAD STYLE MATERIAL
STAINLESS STEEL DIN 1.4005 AND
M8 X 1.25 HEX SOCKET HEAD STAINLESS STEEL DIN 1.4305
DIN 1.4005 | DIN 1.4305
STOCKNO. | sTockNo. | THREAD | @d L | @b E S
PZM38 | PZM-383 8.01
PZM-39 | PZM-39-3 9.087 | 10.01
PZM-40 | PzM-40-3 [M8XL1.25|° 4y | 1201 | 14 12 5
PZM-41 | PZM-41-3 16.01
THREAD STYLE MATERIAL
STAINLESS STEEL DIN 1.4005 AND
M10 X 1.5 HEX SOCKET HEAD STAINLESS STEEL DIN 1.4305
DIN 1.4005 | DIN 1.4305
STOCKNO. | STOCKNO. | THREAD | @d L | 20| H E
PZM42 | PZM-42-3 12.01
PZM-43 PZM-43-3 11.987| 16.01
PzM-44 | PzM-44-3 |MIOXL.5 |75 | 20.01| 20 8 16
PZM-45 | PZM-45-3 25.01
Drawing on previous page.
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PRECISION CAPTIVE SCREWS

THREAD STYLE MATERIAL
M3 x 0.5 to M5 x 0.8 SLOTTED HEAD DIN 1.4305 STAINLESS STEEL
SLOTTED
HEAD THREAD
STOCK L M H | 98 | 9D | 1o -6g
NO.

Z12M-1 6.75| 4.5 2.0 2.14 5.2 M3 x 0.5
Z12M-2 8.25| 45 2.0 2.14 5.2 M3 x 0.5
Z12M-3 9.75| 6.0 2.8 2.89 7.0 M4 x 0.7
Z12M-4 11.75| 6.0 2.8 2.89 7.0 M4 x 0.7
Z12M-5 12.75| 6.0 2.8 2.89 7.0 M4 x 0.7
Z12M-6 13.25| 7.5 3.5 3.77 9.0 M5 x 0.8
Z12M-7 14.25| 7.5 3.5 3.77 9.0 M5 x 0.8

Specials Upon request.

THREAD STYLE MATERIAL
M3 x 0.5 to M5 x 0.8 HEX SOCKET HEAD DIN 1.4305 STAINLESS STEEL
HEX
SOCKET THREAD
STOCK L M H oE @b TOL=6g
NO.

Z12M-1-H 6.75| 4.5 2.0 2.14 5.2 M3 x 0.5
Z12M-2-H 8.25| 45 2.0 2.14 5.2 M3 x 0.5
Z12M-3-H 9.75| 6.0 2.8 2.89 7.0 M4 x 0.7
Z12M-4-H | 11.75| 6.0 2.8 2.89 7.0 M4 x 0.7
Z12M-5-H | 12.75| 6.0 2.8 2.89 7.0 M4 x 0.7
Z12M-6-H | 13.25| 7.5 3.5 3.77 9.0 M5 x 0.8
Z12M-7-H | 14.25| 7.5 3.5 3.77 9.0 M5 x 0.8

Specials Upon request.

Panel

/an
S

SLOTTED
HEAD

HEX SOCKET HEAD
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PRECISION JIG BUTTONS

MATERIAL

STAINLESS STEEL DIN 1.4300

S Tt ,
ot -t B
[

STOCK
NO. L T 2D @d

PMM-1 6 6 10 5.000
PMM-2 10 6 10 5.000
PMM-3 12 6 10 5.000
PMM-4 6 8 12 6.000
PMM-5 10 8 12 6.000
PMM-6 12 8 12 8.000
PMM-7 19 8 12 8.000
PMM-8 25 8 12 8.000
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THUMB SCREWS

THREAD STYLE MATERIAL
STAINLESS STEEL
M3 X 0.5 PLASTIC HEAD, KNURLED WITH BLACK PLASTIC HEAD
STOCK THREAD
NO. | Toi=eg | PA | B | € -
PQCM-1 5
PQCM-2 8
PQCM-3 | M3 X 0.5 9.6 4.4 8.3 12
PQCM-4 20
PQCM-5 25
THREAD STYLE MATERIAL
STAINLESS STEEL
M4 X 0.7 PLASTIC HEAD, KNURLED WITH BLACK PLASTIC HEAD
STOCK THREAD
No. | ToL=eg | PA | B ac L
PQCM-6 6
PQCM-7 10
PQCM-8 | M4 X 0.7 | 13.0 55 9.8 12
PQCM-9 20
PQCM-10 25
THREAD STYLE MATERIAL
STAINLESS STEEL
M5 X 0.8 PLASTIC HEAD, KNURLED WITH BLACK PLASTIC HEAD
STOCK THREAD
NO. ToL=6g | A B oc -
PQCM-11 8
PQCM-12 10
PQCM-13 | M5 X 0.8 | 16.0 6.5 11.5 12
PQCM-14 20
PQCM-15 25
Othersizes,speciallengthsandnon-stainlessscrewsavailableonrequest.
Black Plasti¢c Knurled Head
sC

WWW.WMBERG.COM

Thread

L ‘
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THUMB SCREWS

THREAD STYLE MATERIAL
STAINLESS STEEL DIN 1.4005
M6 X 1.0 PLASTIC HEAD, KNURLED WITH BLACK PLASTIC HEAD
STOCK
NO. THREAD | @A B @cC L
PQCM-16 10
PQCM-17 12
PQCM-18 | M6 X 1.0 | 19.0 | 7.6 13.0 16
PQCM-18 20
PQCM-20 25
THREAD STYLE MATERIAL
M8 X 1.25 PLASTIC HEAD, KNURLED STAINLESS STEEL DIN 1.4005

WITH BLACK PLASTIC HEAD

STOCK

NO. THREAD | @A B @C L
PQCM-21 10
PQCM-22 12
PQCM-23 |M8 X 1.25| 26.0 | 9.8 16.0 16
PQCM-24 20
PQCM-25 25

Othersizes,speciallengthsandnon-stainlessscrewsavailableonrequest.

i¢ Knurled Head

sC
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THUMB SCREWS

THREAD STYLE MATERIAL
STAINLESS STEEL DIN 1.4005 AND
M3 X 0.5 STRAIGHT KNURLED STAINLESS STEEL DIN 1.4305
DIN 1.4005 | DIN 1.4305
STOCK STOCK THREAD @D L F E
NO. NO.
PQM-1 PQM-1-3 12 8 3
PQM-2 PQM-2-3 M3 X 0.5 7 25 11 12
PQM-3 PQM-3-3 32 16 12
THREAD STYLE MATERIAL
STAINLESS STEEL DIN 1.4005 AND
M3 X 0.5 STRAIGHT KNURLED STAINLESS STEEL DIN 1.4305
DIN 1.4005 | DIN 1.4305
STOCK | STOCK | THREAD | @D | L F E
NO. NO.
PQM-4 PQM-4-3 12 8
PQM-5 POM-5-3 |M3X05| 10 | ;5 | 11 3
THREAD STYLE MATERIAL
STAINLESS STEEL DIN 1.4005 AND
M4 X 0.7 STRAIGHT KNURLED STAINLESS STEEL DIN 1.4305
DIN 1.4005 | DIN 1.4305
STOCK | STOCK | THREAD | @D | L F E
NO. NO.
PQM-11 PQM-11-3 25 11
PQM-12 PQM-12-3 M4 X 0.7 7 32 16 12
POM-13 | PQM-13-3 38 24
THREAD STYLE MATERIAL
STAINLESS STEEL DIN 1.4005 AND
M4 X 0.7 STRAIGHT KNURLED STAINLESS STEEL DIN 1.4305

WWW.WMBERG.COM

DIN 1.4005 | DIN 1.4305
STOCK STOCK | THREAD | @D L F E
NO. NO.
PQM-14 | PQM-14-3 12 8
PQM-15 | POM-15-3 | M4X0.7| 10 | 15 | 19 3
STRAIGHT
KNURL
D F——‘-I
ATHIHI]
o0 [T
J S E——— ‘___J
MF 21
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THUMB SCREWS

THREAD STYLE MATERIAL
STAINLESS STEEL DIN 1.4005 AND
M5 X 0.8 STRAIGHT KNURLED STAINLESS STEEL DIN 1.4305
DIN 1.4005 | DIN 1.4305
STocK STOCK | THREAD | @D L F E
NO. NO.
POM-16 | PQM-163 18 | 11
PQM-17 | PQM-17-3 25 | 16
PQM-18 | POQM-18-3 | M5 X 08| 10 | 35 | 29 5
PQM-19 | PQM-19-3 3 | 25
THREAD STYLE MATERIAL
STAINLESS STEEL DIN 1.4005 AND
M5 X 0.8 STRAIGHT KNURLED STAINLESS STEEL DIN 1.4305
DIN 1.4005 | DIN 1.4305
STOCK STOCK | THREAD | @D L F E
NO. NO.
PQM20 | PQM20-3 25 | 16
PQM-21 | PQM-21-3 3 | 20
PQM-22 | POM-22-3 | M3 X 08| 12 | 55 | 55 5
POM-23 | PQM-23-3 a2 | 32
THREAD STYLE MATERIAL
STAINLESS STEEL DIN 1.4005 AND
M5 X 0.8 STRAIGHT KNURLED STAINLESS STEEL DIN 1.4305
DIN 1.4005 | DIN 1.4305
STOCK STOCK | THREAD | @D L F E
NO. NO.
PQM24 | PQM-24-3 25 | 16
PQM-25 | PQM-25-3 30 | 20
PQM-26 | PQM-26-3 | M5 X 08| 19 | 35 | 35 5
PQOM-27 | PQM-27-3 a2 | 32
THREAD STYLE MATERIAL
STAINLESS STEEL DIN 1.4005 AND
M6 X 1.0 STRAIGHT KNURLED STAINLESS STEEL DIN 1.4305
DIN 1.4005 | DIN 1.4305
STOCK STOCK | THREAD | @D L F E
NO. NO.
PQOM28 | PQM-283 250 | 16
POM-29 | PQM-29-3 300 | 20
PQM-30 | PQM-30-3 | MEX1.0] 19.0 | 355 | 55 5
POM-31 | PQM-31-3 425 | 32
THREAD STYLE MATERIAL
STAINLESS STEEL DIN 1.4005 AND
M6 X 1.0 STRAIGHT KNURLED STAINLESS STEEL DIN 1.4305
DIN 1.4005 | DIN 1.4305
STOCK STOCK | THREAD | @D L F E
NO. NO.
PQM32 | PQM32-3 250 | 16
PQM-33 | PQM-33-3 300 | 20
POM-34 | PQM-34.3 | MEX1.0| 255 | 355 | 55 5
PQM-35 | PQM-35-3 420 | 32

Drawing on

1-800-232-BERG (USA ONLY)
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THUMB SCREWS

THREAD STYLE MATERIAL
M3 X 0.5 So'é':‘(lé.lR_fEDAD STAINLESS STEEL DIN 1.4305
STOCK =
NO. THREAD A [7]® B E (MIN,)
PQHM-1 12 11
PoHM2 | M3X05 | Tg 6 16 2 2
PQHM-3 12 11
PQHM-4 M3 X 0.5 19 8 16 2 2
PQHM-5 10 8
POHM.G | M3X 05| 15 | 10 | 5 | 3 3
THREAD STYLE MATERIAL
M4 X 0.7 SOIg\}I(Lé'IR'LI-IfEDAD STAINLESS STEEL DIN 1.4305
STNOOCK THREAD A aC B E (M'|:N )
PQHM-15 12 11
PQHM-16 | M4 X 0.7 19 6 16 2 2
PQHM-17 25 20
PQHM-18 19 11
PQHM-19 | M4 X 0.7 10 8 16 2 2
PQHM-20 25 20
PQHM-21 10 8
POHM 22 | M4 X 07 | 15 10 15 3 3
THREAD STYLE MATERIAL
M5 X 0.8 o IRLED STAINLESS STEEL DIN 1.4305
ST\‘OOCK THREAD | A | @cC B E (M'IZN)
PQHM-23 12 11
PQHM-24 19 16
PQHM-25 | M5 X 0.8 | 55 8 20 2 2
PQHM-26 32 25
PQHM-27 12 11
PQHM-28 19 16
PQHM-27 M5 X 0.8 o5 10 20 3 3
PQHM-29 32 25
——--l Flea— ' A
Thread

o E ta¥ H““l“ll -~
- RARRANRAN)

Knurl = '
e 12.0 Rounded Corners
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THUMB NUTS

THREAD STYLE MATERIAL
M3 X 0.5 KNURLED STAINLESS STEEL DIN 1.4305
COUNTERBORE
STOCK | 1reap | A | B | oc | D
NO. DIA. DEEP
PDIM-1 12.0 60| - -
PD1M-2 12.0 120| 32 6.0
PDIM-3 | M3X0514190| 60 | 30 | 60| . -
PD1M-4 19.0 12.0| 3.2 6.0
THREAD STYLE MATERIAL
M4 X 0.7 KNURLED STAINLESS STEEL DIN 1.4305
COUNTERBORE
STOCK | rpreap | @A | B | @c | D
NO. DIA. DEEP
PD1M-9 12.0 60| - -
PD1M-10 12.0 120]| 42 6.0
pDiM-11 | M4 X 0.7 190 | 80 | 30 | g9 - -
PD1M-12 19.0 120| 4.2 6.0
THREAD STYLE MATERIAL
M5 X 0.8 KNURLED STAINLESS STEEL DIN 1.4305
COUNTERBORE
STOCK | rpreap | @A | B | @c | D
NO. DIA. DEEP
PD1M-13 12.0 60| - -
PD1M-14 12.0 120| 53 75
PhiM15 | MBX 08 |5e8(100( 50 |T5g| i
PD1M-16 25.5 120| 5.3 75
THREAD STYLE MATERIAL
M6 X 1.0 KNURLED STAINLESS STEEL DIN 1.4305
COUNTERBORE
STOCK | treap | @A | B | oc | D
NO. DIA. DEEP
PDIM-17 10.0 60| - -
PD1M-18 19.0 12.0| 6.4 9.0
PD1M-19 | M6 X 1.0 | 25.5 | 125 | 65 | 6.0] - -
PD1M-20 25.5 120| 6.4 9.0
PD1M-21 25.5 190| 6.4 15.0
] C |
[=—D —> Counterbore

Diamond Knurl

1-800-232-BERG (USA ONLY)
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THREADED STUDS

THREAD STYLE MATERIAL
M3.5 X 0.6 DOUBLE ENDED STAINLESS STEEL DIN 1.4305
STOCK L | THREAD sIZE | d
NO. BOTH ENDS
PVM-1 | 255 12.0
PVM-2 | 32.0 15.0
PVM-3 | 38.0 M3.5 X 0.6 6.0 | 19.0
PVM-4 | 44.5 19.0
PVM-5 | 50.0 19.0
THREAD STYLE MATERIAL
M4 X 0.7 DOUBLE ENDED STAINLESS STEEL DIN 1.4305
STOCK L | THREAD sIZE | d
NO. BOTH ENDS
PVM-6 | 25.5 12.0
PVM-7 | 32.0 15.0
PVM-8 | 38.0 M4 X 0.7 6.0 | 19.0
PVM-9 | 44.5 19.0
PVM-10 | 50.0 19.0
THREAD STYLE MATERIAL
M5 X 0.8 DOUBLE ENDED STAINLESS STEEL DIN 1.4305
STOCK L | THREAD sIZE | d
NO. BOTH ENDS
PVM-11 | 25.5 12.0
PVM-12 | 32.0 15.0
PVM-13 | 38.0 M5 X 0.8 6.0 | 19.0
PVM14 | 44.5 19.0
PVM-15 | 50.0 19.0
THREAD STYLE MATERIAL
M6 X 1.0 DOUBLE ENDED STAINLESS STEEL DIN 1.4305

Crowned
End

Right Hand
Thread

WWW.WMBE!

innn
AU

fnnnan
Luuuuy

I

I

i)
8

RG.COM

MF 25

Stud Fit

STocK _ | THREAD SIZE [ q
NO. BOTH ENDS
PVM16 | 37.0 15.0
PVM17 | 38.0 15.0
PVM18 | 44.5 19.0
PVM19 | 50.0 M6 X 1.0 7.0 | 100
PVM20 | 63.5 19.0
PVM21 | 76.0 25.0
Right Hand
Thread
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THREADED STUDS

THREAD STYLE MATERIAL
M8 X 1.25 DOUBLE ENDED STAINLESS STEEL DIN 1.4305
stock [ | [THREADSIZE[ 4
NO. BOTH ENDS
PVM22 | 38.0 15.0
PVM-23 | 50.0 25,5
PVM-24 | 63.5 32.0
PVM-25 | 76.0| M8X1.25 80 | 350
PVM-26 | 88.0 38.0
PVM-27 | 100.0 38.0
THREAD STYLE MATERIAL
M10 X 1.5 DOUBLE ENDED STAINLESS STEEL DIN 1.4305
stock [ | [THREAD SIZE[ 4
NO. BOTH ENDS
PVM28 | 42.0 19.0
PVM-29 | 50.0 25.4
PVM-30 | 63.5 32.0
PVM-31 | 76.0| MIOX15 80 | 350
PVM-32 | 89.0 38.0
PVM-33 | 102.0 38.0
Crowned |ag——v d ——‘ l—— D—bl Right Hand
End Thread
7 Stud Fit
!ﬂﬂﬂﬂuﬂﬂﬂﬂﬂﬂﬂﬂﬂ- =Wﬂ|mnnﬂﬂ
PUTHTIITIR & D

Right Hand

Thread
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HEX NUTS

MATERIAL

STAINLESS STEEL DIN 1.4305

0.0 _
=0.3

e

Threag

.'

iy

STOCK | THREAD T c e
NO. SIZE (MAX.) | (Ref.)
Y5-M1 | M1.6X0.35 | 1.3 35| 32
Y5-M2 | M2 X 0.4 1.6 44 | 40
Y5-M3 | M3 X 0.5 2.4 6.0 | 55
Y5-M4 | M4 X 0.7 3.2 77| 7.0
Y5-M5 | M5 X 0.8 4.0 88 | 80
Y5-M6 | M6 X 1.0 50 | 11.1 | 10.0
Y5-M8 |M8X1.25| 6.5 | 14.4 | 13.0
Y5M10 | M10X 15| 80 | 189 | 17.0
MATERIAL

MOLDED NYLON

N

_.I .

STOCK | THREAD T c .
NO. SIZE (MAX.) | (Ref.)
Z5-N-M2 | M2 X 0.4 1.2 39| 39
Z5-N-M3 | M3 X 0.5 2.2 54| 54
Z5-N-M4 | M4 X 0.7 3.0 6.9 | 6.9
Z5-N-M5 | M5 X 0.8 4.3 79| 7.9
Z5-N-M6 | M6 X 1.0 5.4 99 | 99
Z5-N-M8 | M8X1.25 6.4 | 129 | 12.9
Z5N-M10 | M10X1.5 98 | 148 | 16.9
WWW.WMBERG.COM MF 27
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WASHERS

SCREW SIZE TYPE MATERIAL
M2 TO M10 PLAIN MOLDED NYLON
STOCK | SCREW
oD T O.D. 1.D. T
oo s "H‘ NO. SIZE
Z4-N-M2 M2 50| 22| o8
Z4-N-M3 M3 80| 32| o8
Z4-N-M4 M4 90| 43| o8
‘. Z4-N-M5 M5 11.0 53| 1.0
o Z4-N-M6 M6 120 | 6.4 | 15
02 " Z4-N-M8 VE] 18.0 | 84 | 20
Z4-N-M10 M10 | 20.0 | 105 | 25
SOLD IN PACKAGES OF 10.
SCREW SIZE TYPE MATERIAL
M2 TO M10 SPLIT LOCK STAINLESS STEEL DIN 1.4300
STOCK @D
@D T NO. THREAD | (' | @d TOL| T  TOL
Z3-M2 M2 44| 21|+03| 05 | z0.1
73-M3 M3 62| 3.1|+03| 0.8 | *0.1
Z3-M4 M4 76| 41|+03| 09 | x0.1
Z3-M5 M5 92| 51|+03| 1.2 | x0.1
f Z3-M6 M6 11.8| 6.1|+04| 1.6 | x0.1
ad Z73-M8 M8 148 | 81|+04| 2.0 | x0.1
Z3-M10 M10 |18.1| 102 |+05| 2.2 | 015
SOLD IN PACKAGES OF 10.
SCREW SIZE TYPE MATERIAL
M2 TO M10 PLAIN STAINLESS STEEL DIN 1.4300
STOCK @D
on . NO. THREAD | 7= | @d TOL | T  ToL
0.2 0.3
: Z4-M2 M2 5 2.2 |+0.14| 0.30] +0.05
Z74-M3 M3 7 3.2 [+0.18| 0.50| +0.05
z4-M4 M4 9 4.3 [+0.18| 0.8 | +0.1
. Z74-M5 M5 10 5.3 [+0.18| 1.0 | 0.1
o ‘ Z4-M6 M6 125 | 6.4 |+0.22| 1.6 | 0.2
407 " Z4-M8 M8 17 8.4 [+0.22| 1.6 | +0.2
Z4-M10 M10 21 | 105 |+0.22| 2.0 | +0.2

1-800-232-BERG (USA ONLY)
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LOCK WASHERS

SCREW SIZE STYLE MATERIAL
M2 TO M10 EXTERNAL TOOTH STAINLESS STEEL DIN 1.4006
@D T __l |.._ ST\?OCK THREAD | @D | @d | ToL | T | ToL
Z1-M2 M2 44| 21]+03] 05 [ =01
Z1-M3 M3 62| 31|+03| 08 | x0.1
T Z1-M4 M4 76| 41|+03| 09 | x0.1
ad Z1-M5 M5 92| 51|+03| 1.2 | 0.1
i Z1-M6 M6 11.8 | 6.1 |+0.4 | 1.6 | 0.1
z1-M8 M8 148 | 81 |+0.4 | 2.0 | 0.1
Z1-M10 M10 | 18.1 | 10.2|+0.5 | 2.2 | 015
SCREW SIZE STYLE MATERIAL
M2 TO M10 INTERNAL TOOTH STAINLESS STEEL DIN 1.4006

@D T—-”-_

—

- - ol

-

STOCK SCREW @D @d E
NO. SIZE h14 h13

Z2-M2 M2 4.5 2.2 0.3
Z2-M3 M3 6.0 3.2 0.4
Z2-M4 M4 8.0 4.3 0.5
Z2-M5 M5 10.0 5.3 0.6
Z2-M6 M6 11.0 6.4 0.7
Z2-M8 M8 15.0 8.4 0.8
Z2-M10 M10 18.0 | 10.5 0.9
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THRUST WASHERS

SHAFT SIZE TYPE MATERIAL
STAINLESS STEEL DIN 1.4006
5TO 25 HARDENED GROUND OR CARBON STEEL
STAINLESS | CARBON | INSIDE | OUTSIDE
STEEL STEEL | DIA. DIA. T | SHAFT
STOCK STOCK | +0.30 | +0.00 |=2005| SIZE
NO. NO. -0.00 | -0.31
CD1M-2-SS | CDIM2 | 5.00 | 12.00 | 1.30 5
CD1M-3-SS | CDIM-3 | 6.00 | 14.00 | 1.30 6
CD1M-4-SS | cbim-4 | 7.00 | 17.00 | 1.30 7
CD1M-5-SS | CDIM-5 | 8.00 | 16.00 | 1.30 8
CD1M-6-SS | CD1IM-6 | 10.00 | 21.00 |1.60| 10
CD1IM-7-SS | cDiM-7 | 12.00 | 24.00 |1.60| 12
CD1M-8-SS | cD1M-8 | 16.00 | 28.00 |240| 16
CD1M-9-SS | CDIM-9 | 19.00 | 32.00 |[240| 19
CDIM-10-SS | CDIM0 | 25.00 | 41.00 |3.18| 25
SHAFT SIZE TYPE MATERIAL
3TO 25 PLASTIC NYLON AND TEFLON
NYLON [TEFLON® [ | o | o o o | suaer
STOCK | STock |*0.131+0.00 |, oz | "g/7E
NO. NO. -0.00 | -0.23 | —
CcD7M-1 | cbsm-1 | 3.00| 9 | 25 3
cb7M-2 | cpsm-2 | 4.00| 12 | 25 4
CD7M-3 | cp8m-3 | 5.00| 13 | 25 5
cb7M-4 | cpsm-4 | 6.00| 15 | 25 6
cb7M-5 | cDsM-5 | 8.00| 19 | 2.5 8
CD7M-6 | CD8M-6 |10.00| 24 | 2.5 10
CD7M-7 | cD8m-7 |12.00| 30 | 25 12
CD7M-8 | cD8M-8 |20.00| 40 | 25 20
CD7M-9 | CD8M-9 |25.00| 40 | 2.5 25
SHAFT SIZE TYPE MATERIAL
37O 11 LUBRICATING BRONZE OIL-IMPREGNATED
sTocK +"0D'1 +Cc))'Ec))'o T | sHAFT
NO. 00 | oa |005| sizE
CD3M-1 | 31| 89| 15 3
cp3M-2 | 41| 119 | 15 4
cp3M-3 | 6.1 | 149 | 15 6
cb3M4 | 81 | 189 | 2.2 8
CcD3M-5 | 10.1 | 239 | 3.0 10
CD3M-6 | 11.1 | 289 | 4.7 11
T T

ISK

D WA!
(NOHOLE) (WITH HOLE)

1-800-232-BERG (USA ONLY)
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WASHERS

STYLE SHAFT SIZE OUTSIDE DIAMETER MATERIALS
BELLEVILLE 4 TO 12 8 TO 25 1095 CARBON STEEL
' A—I EFLECTION (8)
@O.D. ~ - 21D %% %
' '
|
- STACKING ALTERNATIVES
|- Free Height (HF)
SPRING
SL%CK gop.|@iD. | T (;e';) LOAD (N)
: 7 | ATS=0.25HF
STM-1 0.2 | 0.45 21
STM-2 8 42 | 03 | 055 52
STM-3 0.4 | 0.6 78
STM-4 0.25| 0.55 30
STM-5 10 52 | 04 | 07 88
STM-6 05 | 075 122
STM-7 0.35| 0.8 84
STM-8 | 125 | 6.2 | 0.50| 0.85 120
STM-9 07 | 1.0 239
STM-10 0.4 | 09 84
STM-11 16 82 | 06 | 1.05 172 -
STM-12 0.9 125 363 Sold in packages of 10.
STM-13 05 | 1.15 141
STM-14 20 | 102 | 08 | 135 304
STM-15 1.1 | 1.55 548
STM-16 07 | 1.6 331
STM-17 25 | 122 | 09 | 16 367
STM-18 1.5 | 2.05 1040
STYLE SHAFT SIZE OUTSIDE DIAMETER MATERIALS
CURVED 3 TO 10 6 TO 18 1095 CARBON STEEL

(@T ;
J [.__ Free Height (HF)

STOCK | @I.D. | @O.D.| HEF T
NO. | (H14) | (js16) | (MIN.)
sum-1| 32| 60| 065| 04
sum-2| 43| 80| 08 | 05
SuM-3| 53| 100 | 09 | 05
SsuM-4 | 6.4 | 110 | 1.1 | 05
suM-5| 84| 150 | 1.7 | 05
SuM-6 | 105 | 180 | 2.0 | 0.8

WWW.WMBERG.COM

1.D.Basedinlongaxisprovidingfreefitonnormalscrew.

Sold in packages of 10.
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THREAD INSERTS

THREAD SIZE

TYPE

MATERIAL

M3 X 0.5 TO M8 X

1.25

SELF TAPING

STAINLESS STEEL DIN 1.4305

INSTALLATION DATA
LOCKING
RETAININGHOLEDIAMETER
INSTAL.
ALUMINUM | MIN. TooL
STOCK | THREAD | LENGTH | SOFTPLASTICS | HARD HOLE | oART
NUMBER SIZE L +0.3 | HARD WOOD | BRITTLE |DEPTH NO
PLASTICS
Y23-M3-4 | M3 x 0.5 6 45To4.6 | 4.6To4.7 8 | Yis-Pm3
Y23-M4-5 | M4 x 0.7 8 58To5.9 |6.0To61| 10 |Y15-PM4
Y23-M5-8 | M5 x 0.8 10 71To7.2 |73To75| 13 |Y15PM5
Y23-M6-10 | M6 x 1.0 14 8.1 To 8.2 83To85 | 15 |Y15-PM6
Y23-M8-12 | M8x1.25 15 10.6 To 10.8 [10.9To1l.2| 18 | Y15-PM8

1-800-232-BERG (USA ONLY)

Increase holding power
Positive locking power
Eliminates stripping, seizing and corrosion
Long life without thread wear
Save space, weight and material
No more lock nuts
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PINS

TYPE MATERIALS
TAPER STAINLESS STEEL DIN 1.4305
1.6 um
P - —— Y ———————— - gD(h']O)
la—2a a —>i -— *
- L
STOCK Ref. SHAFT
NO. 2ob.| L a SIZE
CP3M-1 8.00 3.00
cP3M-2 | 1.00 |10.00| 0.12 TO
CP3M-3 12.00 4.00
CP3M-4 10.00
CP3M-5 12.00
CP3M-6 | 1.50 |14.00| 0.20 5.00
CP3M-7 16.00
CP3M-8 20.00
CP3M-9 12.00
6.00
CP3M-10 14.00
cpam11 | 200 | 16.00| ©-25 sTgo
CP3M-13 20.00 :
CP3M-14 14.00
CP3M-16 | 3.00 |20.00 | 0.40 10.00
CP3M-17 25.00
CP3M-18 16.00
CP3M-19 20.00
Chamzo | 490 | 5500 | 0.50 12.00
CP3M-21 30.00

Sold in packages of 10.

Taper 1:50

WWW.WMBERG.COM
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PINS

TYPE MATERIALS
ROLL OR SPRING STAINLESS STEEL DIN 1.4305
L — sTock [oD.| | |DRiL| REE
NO. |MIN. SIZE
T ——————————— Chamfer DIA.
@D Both Ends CP5M-1 6
CP5M-2 8 400
CP5M-3 10 :
cpsm-4 | 17 [ 12 | 15 5Tgo
CP5M-5 14 .
CP5M-6 16
CP5M-7 10
CP5M-8 12
cPsM-9 |23 | 14 | 2.0 | 6.00
CP5M-10 16
CPSM-11 18
CP5M-12 10
CP5M-13 12
8.00
CP5M-14 14
cpsmas | 33 | 16 | 30 1;?)0
CP5M-16 18 .
CP5M-17 20

Sold in packages of 10.

TYPE

MATERIALS

ROLL OR SPRING
STANDARD DUTY

STAINLESS STEEL DIN 1.4305

Chamfer 5° - 15°
Shape Optional

sTock [op. [, [orRiL] (REF)
NO. | MIN. SIZE | SHAFT
CP6M-6 4
CP6M-7 6
cpem-8 | 1.0| 8| 1.0 3.00
CP6M-9 10
CP6M-10 14
CP6M-18 6 3.00 AND
cpem-19 | 15| 10 | 15 4.00
CP6M-24 4

5.00
CP6M-25 10
cpem-26 | 20| 14 | 20 QNOB
CP6M-27 20 :
CP6M-31 6
CcPeM-32 | 25 | 12 | 25 7.00 -
CP6M-33 18 Sold in
CPGM-38 12 8.00
CcP6M-39 | 3.0 | 20 | 3.0 |THROUGH
CP6M-40 30 10.00
CP6M-43 8
CP6M-44 12

11.00
CP6M-45 20
cpemae | 40| 30 | 40 1"*2'\‘(%
CP6M-47 40 :
CPEMH48* 50

1-800-232-BERG (USA ONLY) MF 34
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* Lengthtoleranceofplus0.5foralllengthsthrough10mm
Plus 1.0 for all lengths over 10mm through 50mm.

packages of 10.
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PINS

N

TYPE MATERIALS
COTTER STAINLESS STEEL DIN 1.4310
|

WWW.WMBERG.COM

| +0.0
A
] -0.1
stock [, [ @B . [roLe
NO. MIN. SIZE
CP131 10
CP1-32 13
cp11 | 08 2 19 | 12
CP1-34 25
cP12 | 1.2 2 25 | 1.6
CP135 10
CP1-36 13
cP137 | 1.5 3 19 | 20
cP1-3 25
cP1-9 38
cP14 | 1.9 4 32 | 24
CP1-10 13
CP1-11 19
cp112 | 23 5 25 | 28
CP1-5 38
CP1-14 13
CP1-15 19
CP116 | 3.0 6 25 | 36
CP117 38
cP1-7 51
CP1-19 19
CP1-20 25
Crion | 38 6 % | 44
cP1-22 51
cP123 25
CP1-24 38
Crios | 45 | 10 | ;| 52
CP1-26 64
cP127 38
cP128 | 57 | 13 | 51 | 68
CP1-29 64
MF 35

SOLD IN PACKAGES OF 10.
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PINS

TYPE DIAMETER SIZE MATERIALS
DOWEL 170 12 STAINLESS STEEL DIN 1.4305
SOFT PINS ROCKWELL B75-95
OO 05
B oo
|
;
1 ’\
i c ’«-
0.25
40009 40009 10009 40009
D=1 o002 | P75 w0002 | PPT2 w0002 | PP 40002
B c=0.15 c=0.23 €=0.30 €=0.40
STOCK NO. STOCK NO. STOCK NO. STOCK NO.
3 D1OM-1 Z _ -
4 D10M-2 D15M-2 D20M-2 D25M-2
5 D10M-3 D15M-3 D20M-3 D25M-3
6 D10M-4 D15M-4 D20M-4 D25M-4
8 D10M-5 D15M-5 D20M-5 D25M-5
10 D10M-6 D15M-6 D20M-6 D25M-6
12 D10M-7 D15M-7 D20M-7 D25M-7
14 D10M-8 D15M-8 D20M-8 D25M-8
16 D10M-9 D15M-9 D20M-9 D25M-9
18 D10M-10 D15M-10 D20M-10 D25M-10
20 DIOM-11 D15M-11 D20M-11 D25M-11
24 D10M-12 D15M-12 D20M-12 D25M-12
0012 0012 0012 — +0015
20=3 40004 | PP7* 0004 | PP 0004 | PP 40006
B €=0.45 C=0.63 c=0.75 €=0.90
STOCK NO. STOCK NO. STOCK NO. STOCK NO.
P D30M-1 Z _ -
5 D30M-2 D4OM-2 D50M-2 -
6 D30M-3 D40M-3 D50M-3 D60M-3
8 D30M-4 D40M-4 D50M-4 D60M-4
10 D30M-5 D40M-5 D50M-5 D60M-5
12 D30M-6 D40M-6 D50M-6 D60M-6
14 D30M-7 D40M-7 D50M-7 D60M-7
16 D30M-8 D4OM-8 D50M-8 D60M-8
18 D30M-9 D40M-9 D50M-9 D60M-9
20 D30M-10 D40M-10 D5OM-10 D60M-10
24 D30M-11 D40OM-11 D5OM-11 DEOM-11
28 D30M-12 D4OM-12 D50M-12 DEOM-12
40015 40015 — vo0018
20=8 5006 | PP=10  Loi006 | PP12 Lo07
B c=1.20 C=1.50 c=1.80
STOCK NO. STOCK NO. STOCK NO.
2 DBOM-1
14 D8OM-2 D100M-2 -
16 D8OM-3 D100M-3 -
18 D8OM-4 D100M-4 D120M-4
20 D8OM-5 D100M-5 D120M-5
2 D8OM-6 D100M-6 D120M-6
28 DBOM-7 D100M-7 D120M-7
2 D8OM-8 D100M-8 D120M-8
% - D100M-9 D120M-9
0 - D100M-10 D120M-10
50 - - D120MH11
SOLD IN PACKAGES OF 10.
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PINS

TYPE

DIAMETER SIZE

MATERIALS

HARDENED DOWEL

2TO 10

STAINLESS STEEL DIN 1.4005

ROCKWELL B36-42

@D
- 'y
b
15¢
—| C |<- - W |-
|- B -
@D =2.009 - .007 | @D =2.509 -.007 | @D =3.012-.007 | @D =4.012 -.008
B W =0.78 W = 0.95 W =1.10 W = 1.40
C=0.30 C=0.40 C=045 C=0.60
STOCK NO. STOCK NO. STOCK NO. STOCK NO.
5 D40-1 D41-1 - -
6 D40-2 D41-2 D42-2 -
8 D40-3 D41-3 D42-3 -
10 D40-4 D41-4 D42-4 D43-4
12 D40-5 D41-5 D42-5 D43-5
14 D40-6 D41-6 D42-6 D43-6
16 D40-7 D41-7 D42-7 D43-7
20 D40-8 D41-8 D42-8 D43-8
24 D40-9 D41-9 D42-9 D43-9
@D =5.012-.008 | @D =6.015-.009 | @D =8.015-.009 | gD =10.018 - .011
B W =1.70 W =2.10 W =2.50 W = 3.00
c=0.75 C=0.90 Cc=1.20 C=1.50
STOCK NO. STOCK NO. STOCK NO. STOCK NO.
10 D44-4 - - -
12 D44-5 D45-5 - _
16 D44-7 D45-7 D46-7 -
20 D44-8 D45-8 D46-8 D47-8
24 D44-9 D45-9 D46-9 D47-9
30 D44-10 D45-10 D46-10 D47-10
40 - D45-11 D46-11 D47-11

SOLD IN PACKAGES OF 10.

WWW.WMBERG.COM
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RETAINER RINGS

TYPE

MATERIALS

EXTERNAL LUG DESIGN

SPRING STEEL

T——| |<-

Lug

QoM o G- !
- - - w026 @S

% % L] ‘ RetainerRingPliers.Orderseparately.
STOCK G s GROOVE aC PLIERS

NO GROOVE | SHAFT | WIDTH T CLEARANCE STOCK

) DIA. SIZE W (H13) DIAMETER NO.

Q2M-3 2.80-0.04 3.00 0.50 0.40 7.0 S11-12P
Q2M-4 3.80-0.04 4.00 0.50 0.40 8.6 S11-12P
Q2M-5 4.80-0.04 5.00 0.70 0.60 10.3 S11-18P
Q2M-6 5.70-0.04 6.00 0.80 0.70 11.7 S11-18P
Q2M-8 7.60-0.06 8.00 0.90 0.80 14.7 S11-25P
Q2M-10 | 9.60-0.11| 10.00 1.10 1.00 17.0 S11-25P
Q2M-12 |11.50-0.11| 12.00 1.10 1.00 18.0 S11-25P

SOLD IN PACKAGES OF 10.

TRE

MATERIALS

INTERNAL LUG DESIGN

SPRING STEEL

Clearance

_>| |<—T
Diameter

* T <

- 28 @G

‘ RetainerRingPliers.Orderseparately.

Housing bore
internal lug design

STOCK HOUSING | GROOVE RING PLIERS | MAX. (@C) | GROOVE

NO BORE DIA. THICKNESS | STOCK | CLEARANCE |WIDTHW
! [%]=] 2G T NO. DIAMETER | (MIN.)
Q4M-9 9.00 9.40+0.11 0.8 S13-37P 3.7 0.90
Q4M-10 | 10.00 |10.40+0.11 1.0 S13-37P 3.3 1.10
Q4M-11| 11.00 |11.40+011 10 S13-37P 41 110
Q4M-13 | 13.00 |13.60+011 1.0 S13-37P 54 110
Q4mM-15 | 15.00 |15.70+0.11 1.0 S13-37P 7.2 1.10
Q4M-16 | 16.00 |16.80+0.11 1.0 S13-37P 8.0 1.10
Q4M-19 | 19.00 |20.00+0.15 1.0 S13-37P 10.4 1.10
Q4mM-22 | 22.00 |23.00+0.15 1.0 S13-37P 13.2 1.10
Q4M-26 | 26.00 |27.20+0.21 1.2 S13-37P 16.7 1.30

SOLD IN PACKAGES OF 10.

1-800-232-BERG (USA ONLY)
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RETAINER RINGS

TYPE

MATERIALS

EXTERNAL SNAP ON DESIGN

SPRING STEEL

b

— W

I f

a6 8

v |

RetainerRingPliers.Orderseparately.

SHAFT | GROOVE | GROOVE | T RING 0.D.
SLOOCK SIZE ?G WIDTH W | THICKNESS | RINGY AE(F;I@IEA,\,TC?R
: s (h11) (MIN) MAX. MAX. :
Q1M-2 2 1.2 0.34 0.32 3.3 S10-6T
Q1M-3 3 1.9 0.54 0.52 4.8 S10-9T
Q1M-4 4 2.3 0.64 0.62 6.3 S1012T
Q1M-5 5 3.2 0.64 0.62 7.3 $1018T
Q1M-6 6 4.0 0.74 0.72 9.3 S1018T
Q1M-8 8 5.0 0.74 0.72 11.3 S1025T
QIM0 | 10 7.0 0.94 0.92 14.3 S1031T
QIM11 | 11 8.0 1.05 1.03 16.3 S1050T
QIM12 | 12 8.0 1.05 1.03 16.3 S1050T
QIM-16 | 16 12.0 1.35 1.33 23.4 S1062T
QIM-19 | 19 15.0 1.55 1.53 29.4 S1075T

SOLD IN PACKAGES OF 10.

RPE

MATERIALS

EXTERNAL POWER GRIP DESIGN

SPRING STEEL

—{p=-Tz01

STOCK | SHAFT | TRING | CLEARANCE | ASSEMBLYPLIER
NO. |SIZE @S | THICKNESS @c No>
Q7M2 2 0.6 6.4 s1a-12p
Q7M-3 3 0.6 7.4 S14-12p
Q7M-4 4 0.6 9.1 s14-12p
Q7M-5 5 0.8 112 S14-25P
Q7M-6 6 10 127 S14-25P
Q7M-8 8 11 17.0 S14-37P
Q7m0 | 10 12 193 S14-37P
Qrval | 11 13 20.3 S14-87P
Qrmia | 14 15 25.1 S14-37P
Qmi9 | 19 16 33.0 S14-37P

SOLD IN PACKAGES OF 10.

WWW.WMBERG.COM
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RetainerRingPliers.Orderseparately.
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RETAINER RINGS

TYPE

MATERIALS

EXTERNAL BOWED SNAP ON DESIGN

SPRING STEEL

] T+0.1
- ——}- Spring Type (
+0.1 Retainer /"' ‘\j A
2G_5 o Shaft ¥
oy
gs - — —T @D 5 aY
I«W+O 1
-0.0 NN _% __L
X — V MIN —-’l —
s FREE
STOCK FLAT X MAX.
SHAFT T Vv I.D. W | 3G
NO. SIZE oY TAKEUP @D
Q3M-3 3 58 (0.3 | 0.6 0.3 23 |06 | 24 L
Q3M-4 4 72 (04|08 0.3 28 |0.7| 29
Q3M-8 8 12.7 | 0.6 | 1.3 0.6 6.1 |1.2| 63
Q3M-11 11 174 | 09| 1.5 0.6 85 |15 87
Q3M-16 16 239 [ 11|20 0.9 12.1 | 2.0 |12.3
Q3M-19 19 254 | 13|22 0.9 155 | 2.2 |159
Q3M-25 25 38.1 | 13|22 0.9 20.8 | 2.2 |21.2 I

Applicator toos are available on request.

Sold in packages of 10.

RPE

MATERIALS

EXTERNAL DESIGN

CARBON STEEL PLATED

[ T
I

(After Assembl 17 o
|

FREE GROOVE DIMENSIONS
STOCK | SHAFT
NO. size | 9D T WIDTH | DIAMETER
(MAX.) (MIN.) (MIN.)
Q5M-4 4 3.7 | 05 0.6 3.7
Q5M-8 8 7.4 | 0.8 0.9 7.5
Q5M-13 13 12.0 | 1.2 1.3 12.1
Q5M-16 16 15.0 | 1.4 1.6 15.2
Q5M-19 19 18.1 | 1.6 1.8 18.2
Q5M-23 23 21.8 | 1.2 1.3 22.0
Q5M-24 | 24 227 | 1.8 2.0 23.2
Q5M-32 32 130.2 | 1.5 1.6 30.5
Q5M-40 | 40 137.7 | 1.6 1.8 38.0
Q5M-45 | 45 142.7 | 1.6 1.8 43.0
Sold in packages of 10.
1-800-232-BERG (USA ONLY) MF 40
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BEARING PRE-LOAD SPRINGS

TYPE

MATERIALS

FOR OUTER RACE BALL BEARIN PRE-LOAD

STAINLESS STEEL DIN 1.4300

ey

— Load at work

height (B)

Wave spring fits
in bearing bore

- oD
(AN
Thickness (C)
A L

| | Free Height (A)
—-l»l

T— Radial Wall I
STOCK | BEARING O.D. A B c FORCE TO RADIAL
NO. (Ref.) DEFLECT TO B | WALL

SVM-1 16 2.3 0.25 45N 1.98
SVM-2 19 3.0 16 0.25 50N .
SVM-3 22 2.8 | 0.30 60N 239
SVM-4 24 3.6 0.30 70N .

Sold in packages of 10.

WWW.WMBERG.COM MF 41
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SPACERS

TYPE SHAFT SIZE MATERIALS
INNER RACE SHIM 3 TO 10 BRASS
0.05 Per Layer ——”-—
20 jrg.? @B£0.1 _. -—
0.820.1 L
STOCK SHAFT
NO. size | 9P | 9B
SS8-1M 3 5.9 3.2
SS8-2M 5 9.5 5.2
SS8-3M 6 12.7 6.2
SS8-4M 10 15.9 | 10.2
Sold in packages of 10.
Theinnerrace spacer fitson shaftand
pre-loads inner race of ball bearing.
TYPE SHAFT SIZE MATERIALS
OUTER RACE SHIM 8.0 TO 11.0 BRASS

1-800-232-BERG (USA ONLY)

0.05 Per Layer ——”-—

—

@D TO-O @B£0.1 _. -—

) L
0.8£0.1 L

STOCK

NO. D B
SS7-1M 10.0 7.9
SS7-2M 13.0 9.5
SS7-3M 16.0 11.1

Sold in packages of 10.

Theouterracespacerfitsinhousing
andpre-loadsouterraceofballbearing.

MF 42 WWW.WMBERG.COM




SHAFT SPACERS

TYPE

SHAFT SIZE

MATERIALS

INNER RACE

3.00 TO 10.00

STAINLESS STEEL DIN 1.4310

B10.025 4‘ f-—
1 N
_{+o.13

@D+0.13

I

@C .00

Sold in packages of 10.

Inner Race
Shaft Spacer
STOCK | SHAFTSIZEOR
NO. BEARING I.D. ac o0 B
SS1-117 0.10
SS1-118 3.00 3.05 3.73 0.15
SS1-101 0.10
SS1-102 0.15
S551-103 4.00 4.05 | 530 | g5
SS1-104 0.40
SS1-121 0.10
SS1-122 0.15
SS1-123 5.00 5.05 | 593 | 555
SS1-124 0.40
SS1-105 0.10
SS1-106 0.15
S5S1-107 6.00 6.05 | 7.90 | 555
SS1-108 0.40
SS1-109 0.10
SS1-110 0.15
SS1-111 8.00 8.05 |10.20 | 55
SS1-112 0.40
SS1-113 0.10
SS1-114 0.15
SS1-115 10.00 10.05|12.30 | 55
SS1-116 0.40
Also available
STOCK
NUMBER DESCRIPTION
KIT-SS1M STAINLESS STEEL SHAFT SPACERS,
INNERRACE, 3mmTHRU 10mmSHAFT SIZE (300PIECES)

WWW.WMBERG.COM
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BEARING SPACERS

TYPE

SHAFT SIZE

MATERIALS

OUTER RACE

7.00 TO 19.00

STAINLESS STEEL DIN 1.4300

1-800-232-BERG (USA ONLY)

Quter Race Bearing Spacer

BEARING
SLOOCK OUTSIDE | @C B
- | DIA. (2D)

SS3-113 0.15
ss3-114 | 00 | 625 555
SS3-115 0.15
ss3-116 | 800 | 675 | g5
SS3-101 0.15
Ss3102 | 9.00 | 7.85 | 0.25
$53-103 0.40
SS3.117 0.15
ss3-118 | 10-00 | 825 555
SS3-119 0.15
So9120 | 11.00 [10.00| oe
SS3-104 0.15
SS3-105 | 13.00 |11.15| 0.25
SS53-106 0.40
SS3-121 0.15
Sos19s | 1500 [13.00| 052
$S3-107 0.15
SS3-108 | 16.00 |13.85| 0.25
$S53-109 0.40
SS3-110 0.15
$S3-111 | 19.00 |16.65| 0.25
SS3-112 0.40

MF 44

B+0.025 —»1 r-—
f N
i +0.13

+0.00

i

=9C 000
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BALLS

TYPE

DIAMETER

MATERIALS

HARDENED STEEL

2TO 11

STAINLESS STEEL DIN 1.4112 OR
CHROME STEEL DIN 1.3505

WWW.WMBERG.COM

STAINLESS CHROME
STEEL STEEL
DIN 1.4112 DIN 1.3505
2D +.0012 +.0006
HARDNESSC55-60 | HARDNESSC60-67
STOCK NUMBER | STOCK NUMBER
2 PT4M-2 PT5M-2
3 PT4M-3 PT5M-3
4 PT4M-4 PT5M-4
5 PT4M-5 PT5M-5
6 PT4M-6 PT5M-6
7 PT4M-7 PT5M-7
8 PT4M-8 PT5M-8
9 PT4M-9 PT5M-9
10 PTAMHIO PTSM-10
11 PTAM-11 PTSM-11

Sold in packages of 10.

MF 45
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SPRINGS

TYPE STYLE MATERIALS

RIGHT HAND - OPEN WOUND
COMPRESSION ENDS SQUARED STAINLESS STEEL DIN 1.4305

D+0.08
Wire Diameter

>

0.4
STOCK 20D oD . coILS K K=AverageSpringRateN/m.
NO. T +10% Specials on request.

SPR1-1 0.18 9.5 18 276.5 Sold in packages of 10.
SPR9-1 1.45 0.20 6.3 13 771.7
SPR9-2 0.20 | 12.7 24 364.0
SPR9-3 0.25 6.3 9 728.0
SPR1-2 0.25 | 12.7 17 334.3
SPRo-5 | 224 | 030 | 95| 14 | 9467
SPR9-6 0.30 | 19.0 24 465.5
SPR9-7 0.41 6.3 7 2549.7
SPR9-8 041 | 12.7 13 1209.2
SPR9-9 0.46 9.5 10 2609.2
SPR1-3 0.46 15.9 16 15435
SPR9-10 3.05 0.46 19.0 19 1239.0
SPR9-11 0.51 9.5 11 4037.2
SPR9-12 0.51 | 19.0 20 1923.2
SPR9-13 0.56 | 12.7 14 45325
SPR9-14 0.56 | 25.4 27 2142.0
SPR9-15 0.46 | 12.7 8 976.5
SPR9-16 0.46 | 25.4 14 465.5
SPR9-17 0.51 | 12.7 8 14140
SPR9-18 0.51 25.7 15 670.2
SPR1-4 0.56 12.7 8 2068.5
SPR9-20 0.56 25.4 16 946.7
SPR9-21 0.61 12.7 9 27545
spro-22 | 457 | 056 | 25.4 | 17 | 16107
SPR9-23 0.66 | 12.7 9 3906.7
SPR9-24 0.66 | 25.4 17 17780
SPR9-25 0.74 19.0 14 3760.7
SPR9-26 0.74 38.1 26 1806.0
SPR9-27 0.81 | 19.0 14 6020.0
SPR9-28 0.81 | 38.1 27 27405
SPR9-29 0.66 | 12.7 6 3045.0
SPR1-5 0.66 15.9 8 1849.7
SPR9-30 0.66 | 25.4 12 1078.0
SPR9-31 0.89 | 12.7 8 7070.0
SPR9-32 | 6.10 | 0.89 | 25.4 14 3263.7
SPR9-33 0.97 | 19.0 10 6720.0
SPR9-34 0.97 | 38.1 20 31185
SPR9-35 1.02 25.4 14 5684.0
SPR9-36 1.02 50.8 27 2724.7
SPR1-6 7.62| 0.81 | 15.9 6 903.0
SPR1-7 9.14 | 1.07 22.2 8 37170
SPR1-8 10.67 | 1.14 25.4 7 29155
SPR1-9 12.19| 1.40 31.7 8 3935.7
SPR1-10 |15.24| 1.60 38.1 8 3498.2
SPR1-11 | 18.29| 1.83 | 50.8 9 29155
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SPRINGS

TYPE LENGTHS MATERIALS
COMPRESSION 38 TO 63 STAINLESS STEEL DIN 1.4305
STOCK APPROX.
no. |9OD-| @b L | no. coiLs 2D30.08
SPR7-1 | 2.36 | 0.41 | 38.1 32 Wire Diamster
SPR7-2 3.18 0.46 50.8 37 - -
SPR7-7 3.56 0.41 25.4 17
SPR7-8 4.37 0.46 31.7 19 L ZoD ’I
SPR7-3 | 4.75 | 0.58 | 63.5 37 - L Free Length
SPR7-4 6.35 0.64 76.2 29 +0.04 |-._ _~|
SPR7-9 6.35 0.58 38.1 22
SPR7-10 | 8.33 | 0.64 | 44.4 19 - Cut your own length
SPR7-11 | 9.91 0.81 50.8 16 « Ends can be ground or looped
SPR7-12 | 11.89 | 1.02 | 57.1 12 ) ) )
SPR7-13 | 15.47 | 1.19 | 63.5 15 Specialspringsavailableonrequest
(send drawing).
Sold in packages of 10.
TYPE LENGTHS MATERIALS
EXTENSION - FULL TWIST 6 TO 127 SPRING TEMPERED
LOOPS CLOSE WOUND STAINLESS STEEL
STOCK J gop. [ap| L |,
—=} =—— @D.20.1 Wire Diameter NO. +10%
_____ L SAN SPR10-1 0.2 64| 297
_ I L SPR2-1 1.6 |0.2| 95| 157
W SPR10-2 0.2| 127| 105
____ i J L SPR10-3 0.3 95| 175
L 0.4 Free Length @0.D.+0.4 SPR2-2 2.4 |0.3]| 127| 297
SPR10-4 0.3| 191 52
SPR2-3 3.1 [0.5] 254| 472
SPR10-5 0.4| 191 437
SPR10-6 31 0.4| 318| 192
SPR10-7 . 0.5| 19.1| 1207
SPR10-8 0.5| 31.8| 647
SPR2-4 4.6 |0.7| 31.8| 735
SPR10-9 0.6| 191 630
SPR10-10 0.6| 31.8| 297
SPR10-11 4.6 |0.7| 191 | 1540
SPR10-13 0.8| 19.1| 3953
SPR10-4 0.8| 31.8| 1907
SPR2-5 6.1 |0.8] 318 612
SPR10-15 0.7| 191| 822
SPR10-16 0.7| 31.8| 297
K = Spring rate in N/m SPR10-17 0.7 | 19.1| 1435
. SPR10-18 0.7| 318| 560
Sold in packages of 10. SPR10-19 6.1 0.8| 191] 2012
SPR10-20 0.8| 31.8| 770
SPR10-21 0.9| 19.1| 3220
SPR10-22 0.9| 31.8| 1295
SPR2-6 9.1 [1.4]| 50.8]| 2660
SPR10-27 0.8| 254 472
SPR10-28 0.8| 31.8| 210
SPR10-29 0.9| 254| 1155
SPR10-30 9.1 (0.9| 381| 490
SPR10-31 1.1| 31.8| 1977
SPR10-32 1.1| 50.8| 910
SPR10-33 1.4| 31.8| 5635
SPR10-35 0.9| 318| 402
SPR10-36 | 12.7 |0.9| 50.8| 140
SPR2-7 1.4| 635 735
SPR2-8 16.5 [1.4| 76.2| 280
SPR2-9 19.1 |1.6(101.6| 245
SPR2-10 | 21.6 [1.9| 38.1| 367
SPR2-11 | 25.4 [1.9(1270| 210
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SPRINGS

TYPE

LENGTHS

MATERIALS

TORSION
LEFT HAND WOUND

12 TO 50

STAINLESS STEEL

- -‘—r
T
2

-

\
Mandrel Size—- ;

-

L

L
Wire Diameter L
STOCK | WIRE | OUTSIDE L MANDREL H TORQUE
NUMBER | DIA. DIA. SIZE(MAX.) Necm @ 180°
SPR3-1 0.3 4.2 12.7 2.8 1.5 0.5
SPR3-2 0.4 4.7 19.1 2.8 1.9 1.1
SPR3-3 0.5 5.5 19.1 3.6 2.8 1.6
SPR3-4 0.5 6.3 25.4 4.0 3.2 2.5
SPR3-5 0.6 7.7 25.4 5.2 3.8 4.2
SPR3-6 0.8 10.0 25.4 6.3 4.6 7.1
SPR3-7 0.9 11.4 31.8 7.1 3.1 11.3
SPR3-8 1.0 13.2 50.8 8.7 6.2 15.5
SPR3-9 1.2 15.6 50.8 10.3 7.4 28.3
1-800-232-BERG (USA ONLY) MF 48

Specialspringsonrequest,sendsketch.
Right hand wound on request.
Sold in packages of 10.
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