
PHASE ADJUSTABLE HUB
BORE TYPE MATERIAL

4MM TO 6MM PIN HUB 
360° ADJUSTABLE BI-DIRECTIONAL STAINLESS STEEL DIN 1.4305

BORE TYPE MATERIAL

4MM TO 6MM CLAMP HUB 
360° ADJUSTABLE BI-DIRECTIONAL STAINLESS STEEL DIN 1.4305

STOCK 
NO .

ØB 
BORE ØH ØC

PH6M-1 3 .995  9 .0 5 .6
PH6M-2 4 .995 10 .0 6 .6
PH6M-3 5 .995 13 .0 7 .6

* Concentric to bore within 0 .008mm

STOCK 
NO .

ØB 
BORE ØC HUB CLAMP NO . 

(ORDER SEPARATELY)
CH6M-1 3 .995 5 .6 CG1M-5
CH6M-2 4 .995 6 .6 CG1M-8
CH6M-3 5 .995 7 .9 CG1M-11

* Concentric to bore within 0 .008mm
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GEAR, SPROCKET AND DIAL HUBS
BORE TYPE MATERIAL

4MM TO 12MM PIN HUB STAINLESS STEEL DIN 1.4305

STOCK 
NO . ØB ØA T L ØH

PH4M-1

4 .00 10 .00

 1 .6

6 13
PH4M-2  3 .0
PH4M-3  5 .0
PH4M-4  6 .4
PH4M-5  9 .5
PH4M-6

6 .00 10 .00

 1 .6

6 13
PH4M-7  3 .0
PH4M-8  5 .0
PH4M-9  6 .4
PH4M-10  9 .5
PH4M-11

7 .00 10 .00

 1 .6

6 13
PH4M-12  3 .0
PH4M-13  5 .0
PH4M-14  6 .4
PH4M-15  9 .5
PH4M-40

8 .00 10 .00

 1 .6

13 20
PH4M-41  3 .0
PH4M-42  5 .0
PH4M-43  6 .4
PH4M-44  9 .5
PH4M-16

10 .00 16 .00

 1 .6

13 20
PH4M-17  4 .8
PH4M-18  6 .4
PH4M-19  9 .5
PH4M-20 10 .0
PH4M-21

12 .00 16 .00

 1 .6

13 20
PH4M-22  4 .8
PH4M-23  6 .4
PH4M-24  9 .5
PH4M-25 10 .0

* Diameters A & B are concentric within 0 .013mm .

•	 Fasten component to hub with epoxy cement or stake and dutch pin
•	 Assembly by Berg available .
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GEAR, SPROCKET AND DIAL HUBS
BORE TYPE MATERIAL

3MM TO 8MM PIN HUB STAINLESS STEEL DIN 1.4305

BORE TYPE MATERIAL

3MM TO 8MM CLAMP HUB STAINLESS STEEL DIN 1.4305

STOCK 
NO . ØB-H8 T ØH A

PH4M-30
3

1 .6
12 10PH4M-31 3 .0

PH4M-32
4

1 .6
12 10PH4M-33 3 .0

PH4M-34
6

1 .6
12 10PH4M-35 3 .0

PH4M-38
8

1 6
15 12PH4M-39 3 .0

* Concentric to bore within 0 .013mm

STOCK 
NO . ØB-H8 T ØH ØC

CLAMP 
STOCK 

NO .
ØA

CH2M-30
3

1 .6
12 4 .60 CG1M-3 10CH2M-31 3 .0

CH2M-32
4

1 .6
12 5 .60 CG1M-5 10CH2M-33 3 .0

CH2M-34
6

1 .6
12 7 .60 CG1M-11 10CH2M-35 3 .0

CH2M-38
8

1 6
15 9 .60 CG1M-14 12CH2M-39 3 .0

* Concentric to bore within 0 .013mm
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GEAR, SPROCKET AND DIAL HUBS
BORE TYPE MATERIAL

4MM TO 12MM CLAMP HUB STAINLESS STEEL DIN 1.4305

* Concentric within 0 .008mm

STOCK 
NO . ØB ØC T L ØH ØF S

CLAMP 
STOCK 

NO .
CH2M-1

4 10

1 .6

4 .8 5 .6 12 0 .8 CG1M-5
CH2M-2 3 .0
CH2M-3 5 .0
CH2M-4 6 .4
CH2M-5 9 .5
CH2M-6

6 10

1 .6

6 .2 7 .6 13 1 .2 CG1M-11
CH2M-7 3 .0
CH2M-8 5 .0
CH2M-9 6 .4
CH2M-10 9 .5
CH2M-11

7 10

1 .6

6 .6 8 .6 14 1 .6 CG1M-12
CH2M-12 3 .0
CH2M-13 5 .0
CH2M-14 6 .4
CH2M-15 9 .5
CH2M-40

8 10

1 .6

7 .6 9 .6 16 1 .6 CG1M-14
CH2M-41 3 .0
CH2M-42 5 .0
CH2M-43 6 .4
CH2M-44 9 .5
CH2M-16

10 16

1 .6

7 .6 11 .6 24 1 .6 CG1M-16
CH2M-17 4 .8
CH2M-18 6 .4
CH2M-19 9 .5
CH2M-20 10 .0
CH2M-21

12 16

1 .6

9 .6 13 .6 30 1 .6 CG1M-18
CH2M-22 4 .8
CH2M-23 6 .4
CH2M-24 9 .5
CH2M-25 10 .0
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•	 Assembly available
•	 Gears are triple staked and dutch pinned at assembly
•	 Components may also be  assembled to hubs with epoxy cement
•	 Order gears separately

DUAL GEAR HUBS
BORE TYPE MATERIAL

3MM TO 8MM PIN HUB STAINLESS STEEL DIN 1.4305

STOCK 
NO . ØD T ØA B

PH3M-1 3 

3 .00

11 .0

6 .5
PH3M-2 5 11 .0
PH3M-3 6 12 .7 
PH3M-4 8 12 .7
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