CAM FOLLOWER

TYPE MATERIAL ABEC
BALL BEARING OR OIL-LESS
BRONZE BEARING STAINLESS STEEL 5
W
Ball ~ —.l Shoulder Screw
Bearing Thread Size 4
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— Plain Washer

L -
STOCK SCREW
NO. IR w L D H THREAD BEARING
JEM-10 7.00 3.0 12.0 5 3 M3.0 X 0.5
JEM-11 9.00 4.0 11.0 6 3 M3.0 X 0.5
JEM-12 11.00 5.0 13.0 8 4 M4.0 X 0.7 BALL
JEM-13 13.00 4.0 14.0 8 4 M4.0 X 0.7 | BEARING
JEM-14 16.00 5.0 13.0 8 4 M4.0 X 0.7
JEM-15 19.00 6.0 17.0 10 5 M5.0 X 0.8
JEM-B-11 8.00 4.0 1.0 6 3 M3.0 X 0.5
JEM-B-12 10.00 5.0 14.0 8 4 M4.0 X 0.7 | BRONZE
JEM-B-13 13.00 5.0 14.0 8 4 M4.0 X 0.7 | BEARING
JEM-B-14 16.00 5.0 16.0 10 5 M5.0 X 0.8
MATERIALS
Bearings - Stainless Steel or Bronze
Screw - Stainless Steel DIN 1.4005
Hardware - Stainless Steel
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ROLLER BEARING CAM FOLLOWER

TYPE

HEAVY DUTY
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Materials:
SCREW

Screw - Stainless Steel DIN 1.4005 STOCK NO. 2R w @D H E THREAD
Roller Cup —'Case Hardened Steel JEM-RA 8.00 8.00 6.0 27 2 M3 X05
Need.le Bearings - Hardened Steel JEM-R-3 9.00 9.00 8.0 4.0 5 M4 X 0.7
Bearing Cage - Low Carbon Steel JEM-R-4 10.00 9.00 8.5 5.0 6 M5 X 0.8

JEM-R-5 12.00 10.00 10.5 5.7 1 M6 X 1.0
See the Bearings Section of this book JEM-R-6 14.00 10.00 125 6.7 12 M8 X 1.25
for Bearings Specifications. JEM-R-8 16.00 12.00 145 7.7 16 M10 X 1.50
« High Load
« Low Profile

« Low Friction

1-800-232-BERG (USA ONLY) MC 20

WWW.WMBERG.COM



