
SPLIT HUB CLAMPS
BORE TYPE MATERIAL

4.60MM TO 13.60MM COMPACT CLAMP DESIGN STAINLESS STEEL DIN 1.4305 OR 
ALUMINUM ANODIZED DIN 3.1355

Note: Some sizes may be full or semi-counterbored or step cut at manufacturer’s option.

STAINLESS 
STEEL 

DIN 1.4305

ALUMINUM 
ANODIZED 
DIN 3.1355 ØA ØB C CLEAR 

RADIUS

SPLIT 
HUB 

I.D. (Ref.)STOCK 
NO.

STOCK 
NO.

CG1M-1 CG1M-1A

4.60

14.0 4.0   8.5

3
CG1M-2 CG1M-2A 16.0 4.0   8.5
CG1M-3 CG1M-3A 16.0 5.0   8.5
CG1M-4 CG1M-4A 16.0 6.5 10.0
CG1M-5 –– 5.60 16.0 4.0   8.5 4
CG1M-7 CG1M-7A

6.60

16.0 4.0   8.5

5
CG1M-8 CG1M-8A 16.0 5.0   8.5
CG1M-9 CG1M-9A 22.0 5.0 12.5
CG1M-10 CG1M-10A 22.0 6.0 13.0
CG1M-11 –– 7.60 22.0 5.0 12.5 6
CG1M-12 ––

8.60
22.0 5.0 12.5

7CG1M-13 CG1M-13A 22.0 6.0 13.0
CG1M-14 CG1M-14A

9.60
28.5 6.5 16.0

8CG1M-15 CG1M-15A 28.5 8.0 16.0
CG1M-16 CG1M-16A

11.60
28.5 6.5 16.0

10CG1M-17 CG1M-17A 32.0 8:0 16.0
CG1M-18 CG1M-18A 13.60 32.0 8.0 16.0 12

Special clamps are available on request.
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SPLIT HUB CLAMPS
SHAFT SIZE MATERIAL

3MM TO 12MM STAINLESS STEEL AND
MILD STEEL

STOCK 
NO. MATERIAL D A B CLEAR. 

RADIUS E FINISH SHAFT 
SIZE

CG3M-1 DIN 1.4005 S.S.
4.60 7.9 17.5 11.1

6.35 BLACK PASS.
3.00CG3M-2 DIN 1.4305 S.S. 6.35 CLEAR PASS.

CG3M-3 MILD STEEL 3.56 CAD. PLATE
CG3M-4 DIN 1.4005 S.S.

6.60 9.6 20.6 13.1
6.35 BLACK PASS.

5.00CG3M-5 DIN 1.4305 S.S. 6.35 CLEAR PASS.
CG3M-6 MILD STEEL 3.56 CAD. PLATE
CG3M-7 DIN 1.4005 S.S.

8.60 11.1 20.6 14.3
6.35 BLACK PASS

7.00CG3M-8 DIN 1.4305 S.S. 6.35 CLEAR PASS.
CG3M-9 MILD STEEL 3.56 CAD. PLATE
CG3M-10 DIN 1.4005 S.S.

11.60 15.9 26.2 17.1
6.35 CLEAR PASS.

10.00CG3M-11 MILD STEEL 6.35 CAD. PLATE
CG3M-12 MILD STEEL 3.56 CAD. PLATE
CG3M-13 DIN 1.4005 S.S.

13.60 15.9 26.2 17.1
6.35 CLEAR PASS.

12.00CG3M-14 MILD STEEL 6.35 CAD. PLATE
CG3M-15 MILD STEEL 3.56 CAD. PLATE

SHAFT SIZE TYPE MATERIAL

3MM TO 7MM BALANCED CLAMP STAINLESS STEEL AND 
MILD STEEL

STOCK 
NO. ØD A B

TYPE 
CLEAR. 
RADIUS

SPLIT HUB 
OF 

BALANCE

INSIDE DIA.  
(REF.)

CG2M-1 4.60   7.9 17.4   9.5
DYNAMICALLY 

BALANCED

3.00
CG2M-2 6.60   9.5   18.85 10.3 5.00
CG2M-3 8.60 11.1 20.6 11.9 7.00
CG2M-4 4.60   7.9 17.4   9.5

AS 
CAST

3.00
CG2M-5 6.60   9.5   18.85 10.3 5.00
CG2M-6 8.60 11.1 20.6 11.9 7.00
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SHAFT CLAMP
SHAFT SIZE MATERIAL

3MM TO 6MM STAINLESS STEEL DIN 1.4005

STOCK 
NO. A ØB L T W

CG7M-1 6.4 3.00 15.9 4.8 6.4
CG7M-2 6.4 4.00 15.9 4.8 6.4
CG7M-3 6.4 5.00 15.9 4.8 7.9
CG7M-4 6.7 6.00 15.9 4.8 7.9
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One Piece Style Two Piece Style

CLAMPS
BORE TYPE MATERIAL

3MM TO 26MM ONE AND TWO PIECE STYLES COLD ROLLED STEEL OR  
STAINLESS STEEL

STOCK NUMBER

BORE 
(B)

O.D 
(D)

WIDTH 
(W)

FORGED 
CLAMP 
SCREW

REC.MAX 
SCREW 
TOR. N•m

COLD ROLLED STEEL STAINLESS STEEL

ONE-PIECE 
STYLE

TWO-PIECE 
STYLE

ONE-PIECE 
STYLE

TWO-PIECE 
STYLE

CG8M-3 CG8SM-3 CG8M-3SS CG8SM-3SS   3 16   9 M3x8 2.1
CG8M-4 CG8SM-4 CG8M-4SS CG8SM-4SS   4 16   9 M3x8 2.1
CG8M-5 CG8SM-5 CG8M-5SS CG8SM-5SS   5 16   9 M3x8 2.1
CG8M-6 CG8SM-6 CG8M-6SS CG8SM-6SS   6 16   9 M3x8 2.1
CG8M-7 CG8SM-7 CG8M-7SS CG8SM-7SS   7 18   9 M3x8 2.1
CG8M-8 CG8SM-8 CG8M-8SS CG8SM-8SS   8 18   9 M3x8 2.1
CG8M-9 CG8SM-9 CG8M-9SS CG8SM-9SS   9 24   9 M3x10 2.1
CG8M-10 CG8SM-10 CG8M-10SS CG8SM-10SS 10 24   9 M3x10 2.1
CG8M-11 CG8SM-11 CG8M-11SS CG8SM-11SS 11 28 11 M4x12 4.6
CG8M-12 CG8SM-12 CG8M-12SS CG8SM-12SS 12 28 11 M4x12 4.6
CG8M-13 CG8SM-13 CG8M-13SS CG8SM-13SS 13 30 11 M4x14 4.6
CG8M-14 CG8SM-14 CG8M-14SS CG8SM-14SS 14 30 11 M4x14 4.6
CG8M-15 CG8SM-15 CG8M-15SS CG8SM-15SS 15 34 13 M5x16 9.5
CG8M-16 CG8SM-16 CG8M-16SS CG8SM-16SS 16 34 13 M5x16 9.5
CG8M-17 CG8SM-17 CG8M-17SS CG8SM-17SS 17 36 13 M5x16 9.5
CG8M-18 CG8SM-18 CG8M-18SS CG8SM-18SS 18 36 13 M5x16 9.5
CG8M-19 CG8SM-19 CG8M-19SS CG8SM-19SS 19 40 15 M6x16 16
CG8M-20 CG8SM-20 CG8M-20SS CG8SM-20SS 20 40 15 M6x16 16
CG8M-21 CG8SM-21 CG8M-21SS CG8SM-21SS 21 42 15 M6x16 16
CG8M-22 CG8SM-22 CG8M-22SS CG8SM-22SS 22 42 15 M6x16 16
CG8M-23 CG8SM-23 CG8M-23SS CG8SM-23SS 23 45 15 M6x16 16
CG8M-24 CG8SM-24 CG8M-24SS CG8SM-24SS 24 45 15 M6x16 16
CG8M-25 CG8SM-25 CG8M-25SS CG8SM-25SS 25 45 15 M6x16 16
CG8M-26 CG8SM-26 CG8M-26SS CG8SM-26SS 26 48 15 M6x16 16
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THREADED SHAFT CLAMP
THREAD SIZE MATERIAL

M8 X 1.25 TO M20 X 2.50 STEEL DIN 1.0718

STOCK 
NO. THREAD B D 

(APPROX)
REC.* 

LOAD (kg)
TSC-8M M8 X 1.25 19   9   295
TSC-10M M10 X 1.50 22 12   900
TSC-12M M12 X 1.75 28 15 1815
TSC-16M M16 X 2.00 33 15 2265
TSC-20M M20 X 2.50 41 20 3625

*	 Or as limited by rod.
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SQUEEZE CLAMP
SHAFT SIZE MATERIAL

3MM TO 12MM NUT - STAINLESS STEEL DIN 1.4005
BUSHING - SINTERED BRONZE

STOCK 
NO.

BORE 
ØB A WIDTH 

W
REF. 

D C SPLIT HUB 
I.D. (REF.)

SCL-3M-1
4.6

2.4 4.8
18.1 15.8 3SCL-3M-2 3.2 6.4

SCL-4M-1
5.6

2.4 4.8
18.1 15.8 4SCL-4M-2 3.2 6.4

SCL-5M-1
6.6

2.4 4.8
18.1 15.8 5SCL-5M-2 3.2 6.4

SCL-6M-1
7.6

2.4 4.8
18.1 15.8 6SCL-6M-2 3.2 6.4

SCL-7M-1
8.6

2.4 4.8
23.8 20.8 7SCL-7M-2 3.2 6.4

SCL-8M-1
9.6

2.4 4.8
23.8 20.8 8SCL-8M-2 3.2 6.4

SCL-9M 10.6 3.2 6.4 27.2 23.8 9
SCL-10M 11.6 3.2 6.4 27.2 23.8 10
SCL-11M 12.6 3.2 6.4 27.2 23.8 11
SCL-12M 13.6 4.0 8.0 27.2 23.8 12

•	 High clamping force
•	 Clamp directly to shafting or over a split hub
•	 Dynamically balance
•	 Higher holding torques
•	 Smaller outline
•	 Low moment of intertia
•	 Eliminates costly machining of keyways
•	 Eliminates the marking of shafts with set screws

1.	The Squeeze Clamp consists of an externally threaded & slotted 
bushing with two internally threaded nuts.  By tightening one nut 
against the other, the bushing is squeezed onto a clamp hub or shaft 
thereby retaining the part on the shaft.

2.	The dynamically balanced Squeeze Clamp is dimensionally smaller 
in comparison with conventional clamps, but has a higher holding 
torque due to its unique shaft holding mechanism.

3.	Shaft size 3mm to 12 mm can be accommodated.

Material:
•	 Nut - Stainless Steel
•	 Bushing - Bronze
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•	 No shim spacers required
•	 Used to pre-load bearing

SET SCREW COLLARS
Bore SIZE MATERIAL

3MM TO 19MM 
PRECISION BORE

STAINLESS STEEL DIN 1.4305 
WITH INTEGRAL BEARING SHIM SPACER

Bore SIZE MATERIAL

3MM TO 32MM 
COMMERCIAL BORE

COLD ROLLED STEEL 
ZINC PLATED

STOCK 
NUMBER

SHAFT 
SIZE ØD L ØA

CSM-1   3   3.003   4   8
CSM-2   4   4.003   5 10
CSM-3   5   5.003   5 12
CSM-4   6   6.003   6 12
CSM-5   7   7.003   6 16
CSM-6   8   8.003   6 16
CSM-7 10 10.003 10 19
CSM-8 12 12.003 10 19
CSM-9 16 16.003 12 32
CSM-10 19 19.003 14 38

STOCK 
NO. ØD ØA L

CSM-19   3.01 10   6
CSM-20   4.01 10   6
CSM-21   6.01 12   8
CSM-22   8.01 16   8
CSM-23 10.01 16 10
CSM-24 12.01 19 10
CSM-25 16.01 29 12
CSM-26 19.01 32 12
CSM-27 25.01 38 16
CSM-28 32.01 44 18
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SET SCREW COLLARS
Bore SIZE MATERIAL

3MM TO 12MM 
PRECISION BORE STAINLESS STEEL DIN 1.4305

Bore SIZE MATERIAL

3MM TO 12MM 
COMMERCIAL BORE SCREW TYPE

STAINLESS STEEL DIN 1.4305 OR 
ALUMINUM ANODIZED DIN 3.1355

STOCK 
NUMBER

SHAFT 
SIZE ØD L ØA

CSM-11   3   3.003   4   8
CSM-12   4   4.003   5 10
CSM-13   5   5.003   5 12
CSM-14   6   6.003   6 12
CSM-15   7   7.003   6 16
CSM-16   8   8.003   6 16
CSM-17 10 10.003 10 19
CSM-18 12 12.003 10 19

STAINLESS 
DIN 1.4305

ALUMINUM 
DIN 3.1355

I.D. ØD L SPLIT HUB 
I.D. (Ref.)STOCK 

NO.
STOCK 

NO.
CSM-29 CSM-29A   4.60 6.4   9.53   3.00
CSM-30 CSM-30A   6.60 6.4 12.70   5.00
CSM-31 CSM-31A   8.60 6.4 12.70   7.00
CSM-32 CSM-32A 11.60 7.9 19.05 10.00
CSM-33 CSM-33A 13.60 7.9 19.05 12.00
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